4 - 176 - 661-41 ( 1 ) 


Professional 
Video Monitor 




JP 


Operating Instructions 


GB 


BRa^icsorcEiiis, 

lo-c-fen, on?) t o 5 ur < rcsti. 


PVM-740 

Homi 

HIGH-DEFINITION MULTIMEDIA INTERFACE 


© 2010 Sony Corporation 




S^li 



V - - (±IE L < -t V ^ J; ^ i; , 

$^i;(±^55-SBJ*LTl§:lt^ L;6^L. MM 
Sp°p(±f t, tlz 

i <9 ^ t ifh 'o > 

JaPtt'l-c. 

<'fziA\zik(nz. t^‘!L~-fii9'Q < 

4 ~ 7 '7cofi**a4 - X < mxA < fz^\:\ «p°p^«s; 

CO CO f±*#a ^ ti T V ^ f -t „ 

7^->>'co rffifflEcorffi* 

^)*^-ttTio|%c^< v^„ 

(±, y=.-(DM-\£7smu\zz:mk< 

iKPiUrc5i^^D^U 

t <"iz, i3M''^±tfiSX/zii'y~~nM~ H'x^,ni;r 

75-. mmt}'<^^rcE> 

• icauto'urcs 

• F*3g|3lC7j<. Ml^to'AorcS 



O MM^W <0tto 

O MM=!- l^'^MxM-y'Xi'^riMBXto 
Q io M V If jfi i /i (± V - - (7) rffiM® □ t -t- rffi < 

/■f ^ V^O 



2 










^(Dim^±±(oi2=^m 

(m'i-^\mt^Tcmz) 





:gB#FB‘!(75'f£ffli;ov^T 

W* • 

Hffico^XFlSv^tio^Ati-l^'^v^T 

gg 

y "j '^-7'^y V irov^T 

t ^ a 

7 T 7 

AC T^'"7°^'-:KS9#ttgP(75JmA(;ov^T 




ll^rffi^^°7-;^ 



(MB-531 .. 

ffl;ii®«SS 

AC TA7°^'-4-JK0'fttt'5) 

ACS?! 3- 

a:$:i3^®fflJK 

;><— n— Su^Ml§®t;]Di^;^ 

P^-o.-(Dmi'^y5}i 

>i--=L-^m^rcmm 

ms-m 

m'^ti^jE 

lx7E;Ki“7-ji.- 

^'1 'i F^'^'7 7A / 

*7-A^-77-ji.- 

JL— -tf — uy bn — ;b7 — jr — 


'j^- b7-a.- 

A-n -7 7 7 — jr- 

xMmtmm ■ issEas 

®lPSt)'rd:?<!:Sorc6 



'RsiE* 

7 7 7_^j-_17';7^ 



^;£B1 


4 

5 
7 
7 

,.7 

,.7 


...9 

12 

,.. 12 
,.. 14 

15 

16 
,.. 16 
,.. 16 

17 

18 
19 
21 
,..21 
,..21 
,..21 

...22 

...22 

...23 

...27 

...29 

...30 

31 

31 
...31 
..31 

32 
35 



JP 


3 



Am 




iA;* 


Otto'S To 


® n±7-7.mwm^ 

7-7. |7^co®|i (±*-f 77 7’^ UM liZ 

T-Xm^ '3^:<''mfi;tToT< /f^V^o 7-7 

'4linwm 7°y 7 i 

mU:i^hW^MLXi}^h'l7'3X < /f^ v^„ 


m\tm • mmbtj:i\ 

tto 

tto 


mm^-[^^mo[ftj:i\ 

tto 

• ^laatM^yyi'. Il^t'co 
FbJI;, (± ^ 

. K4•^)^IL/^ 19, 

• fiv^^)(7)^(753:/'^ 19> ?|o?io7t F) 

V^o 

• F) > WhLfz'O 

• F?r®< t§(±> ‘iL'-fXyV^ 
ffoTK<o 

73-> Hiln- ioMV^±lf 
jfi f (± y -- co-ij-- H'x r 

fSIK 73^ v^o 



Bg|5(;(±1tll(7)iftv^g|553'56s* F) > 

^mm± x-y v^m^fz^fmfz'o^k&Ltz'o-fz> 

v^±tf kfzi±y y—nt- H'y Sp i; r 

«< 


0 mmi^iZ\t[Utj.i\ 

i>i). XX 
tto mm 

i < ti>fzitX'X(oMS^ii^^ < fz 

^ V^o 

• mth lOcm Jil±BiLT|S:fi1-^c. 

• ®llf!^ Laii6^v^o 

• ^ 1") 
co±p|S:fiL^:v^„ 


0 7 7 76*±S o 

btj.l\ 

«± «-t:'(±, y 7yii^Xtz>tmMy^t}^<7> 

Cl) {xyyy^y) y-i'yxn-iyvt- 
7 -ifUhX'y y^-XXMktto yy'y 

76^'- XXnWMX.-tiL^tii^h'O tto 

y --co-ij— H'ya)i#pr91|&< 


0 }|€a)l;'lilE'^1]|5 

- coJK®lJ^.fD!*PE^ tATv^^Urf Millt:- 

< /f ^vy 

DC (iiiFft:) mmxiMkx^^xzz7-i±. 
7(DWM.%Wi^\:-%^^XX\^^L AC 7V7° 
7-xid\t^Xfz^^x 

y:'(7)'f£ffl(±> XXt^’^nWMtti'O tto 


4 


m 1=1 




TiS® ^ 6 l/^ <!i % 


0 p^mzii^^m^^xntj.i\ 

75—. 1“<"icit 

Sfign- K^g^n- K^ri£vi 
T, ioMV^±lfJfi^ /^(±y--co-ij--H':x, 


O^l»IIP!®x^l#iz0(iiT^ 

IxilPoViTti^ '£''fioMV^±lfJi5f /^(± 

yzr^-commmmshmtma p < /f 

^ V^O 

mTLr. 

tto 

tfz. IrxHt^t56^'^9>^^-t:- 

t ^XMLX < /f ^ vy 


0 ^^mtj:mmznmbtj.i\ 

m± Z>t. mXtz'Ol^^fz'OLXXXnWMt 
tihZ. hifh 0 t1“o 


O mmtEnrcmm-y}w mmir- 

iB^ z. nWMMM^ PE ^ ^ MUX- X 

-'l^> WiM.X~-X)\yXitXX^^t. XXXtk 
m(ommtx^z.tt^^ 7 ito 


© zi-m\tiEb<Emr^ 

1t?f n- K^g^y--7";K±, &X^\-dX 
i^fik n^t t"p i 7 

WMtXZ>Z.t ifh 7 tXo 
E53'vimLT®l% ■ SfiilLT < fz'^^^o 


Q mmmmc^mmmom 
<\zm • \mbtj.i\ 

/5^'afe 7 tXo 


iXtifzX^X'W^Wx ~7 X ■?) 


O mmimmaa^ 

mm='~ Fxmm='~ t §(±. 

Jb'I' m,MXW X ^ fz !® wJKH 
hifh 7 tXo 


ty|'^'5t6< S?l^ ^J^/fcc L i i ^ "f” •?) t ■, !® 


m< 

fi,^ u- YmXmWiL.fztt7fm.X^Wi^X:L 
t. n- Kp®55Sov^T^>c!^"^!®1t(7)IKia 
tXZiZ. tii^h 0 ti“o 



L^v^t|*]g|5p^n 

ti). xxxmm(ommtxz>z.ti)^^n 

tXa l^ppl)t(±. rtg|5cofllPt4-ioMV^ 
±if jfi tfzi±y=-~(n^~xx max rfs 
fK^f^v^ (^14) o 
#P> ?Sf^(75#< 

i t)«!)S6'5t:-1“c. 



7KS&4l^± 


i^<Dd5^^mznmbtj:i\ 

XTi'^X'ofz^, iXtifz^X^t, XXXB 
mximmtx^z. 7 tto 

/■f ^ V^O 



5 




^TL, tto 


A mm^m\zmr^m\tmmr^ 

« 4 - 7 -7 -airiRtt L/^PS, 

a* ±Ti 3 J; 0 ^'/aaco 1 it?icJ; 

^m^,(ommt^£i>^m‘m^^ ntt. 

^;ti(75fMt#fi^SlS 0 °C f> 40 
0 i;±Ti 3 J;y''jgatitft( 75 PI!F 4 !^* 53 '(; 

M ^ 7 T > 

C 0 SB|* 4 - LT < /f^ 


0 AC 7 ^y^-%^oZ. =E-y- 

mwibui\ 

's f^'^^'‘o 

ACT y-f9~^n-Dxmw-fi>t. 

■to 


Q f^io) AC 7yyy-\tmmtEnn: 

t-fo 


0 7 y^y^j-<Dmm^. m<o 
m-mmm\z ^5 

Ji/F T 7 -bt'j -coJKOfttttt, tUco^j- 
^1 • t, «tT 7 4 r- 9 - 
0 — t'^TLT> ttt'( 75 MI 3 1 1 1 ' 

<feOtto 

(;Efc ^ tT v^ ;e, tffi o T . 


o 

SjTSD- 

JaJJ' 

iot trMLat tv^t. 

tto 

o 

Eii • mnmmmmr^ 

HP • tLTv^:5;v^t^ 

ta/F 

tOtto 

0 


7 > K^j^oTSMt^ t> 77 7 Fco 


5MIi; i 0 «t'^T L T t t'coJKH i: 

^ ^ t t't 0 ^ to 

6 a* 





SfiiliST-trilliaffl Ltzi§i^. EL 
io J;y*'#f3|-(7)#tt±> L<^> 1“L> ff 

L L t) i-to 

#(;. t-Tz'Wji^'} T X f] 

i) ti~o 

^Utitf (7)P^ § fti L L"a£#?Sit«T Pio tt ^ 

jSliSffl ^SttT < /S^v^o 

P# PSi-i ^-tU o /; P) 1- S L" L T . ±E(7) J; 9 ^ 

^^PFSC'Lt ^io'1“'1“ii6L^i“o 


iS* • HsSICOl^r 

«(7)^''°^-';K±^?ili* 99,99% Jil±(7)#1i’Pll^E<7)ift 
V^SIflt'fFlLLLTV^ lBffi±pfi|V\*56^'3SfL7L P) 

(IiIS^l't)> '^B#,>F'',fl'LTv^,5))tf ,iL t’) 

*56^'afe .S ^ X-fo Xfz. ;K;)#tt± > 

SiiFBirf£fflc7)F0lPH*^tt^^'^fe IL^ L t ^ * f) S to 

i] X^^(D-X:\ rj/Swtt 

/St 


11 ® 01 )^ D f5U <!: 33^ Amu o U r 

iiffip(±> mts 

ffi^ta^JfeLTv^tto fSo/LiotAt^ tt 

L t t'afe P) tt(7)A\ ?A(7)L t t) 

Lt-3 7LP)> 7L7 LvA,;! 9> t/^AottAP) L^:v^-t:'< /-f 

? V^o 

• iotAt^t’5)flfrt> 'E'tS?iS7°7t^3>9:> 

tfev^T < At v^o 

• Ml] LTvt (7)A\ V — ;lAL"(7) 

Avt' < Atv^o 

• Hlft LTv^,?) (7)A\ A'5)^<^it® 

tA'fifttAvt ^ IZ LZ < At 

• Hffi(Ai^t(±> 7 'j --7 7t nx A A(7)$£vt,;*fbt 
v^lJAAo t Atv^T < At v^o 

• AA'vt § (±> 7 'j — — 7 7t 77,^7 A 
tK § A fco^^ tv^lJ A . 7X A» A A tffiTfeS'J A A L 
•aiHi:T|i< Atv^T< Atv^^ 

. 7 'j - - 7 At n X A nt A L A 1 1 51< At < 

t . Hffi A®t# < A t At P) S t o 


. 7;L3-;L^^X'7t> i/y-f-, TAA 

liifJgSiJAfpaim tttt§AAA(±. 
HffiAliAttWAlfiMAfSffl LAvt'< At v^o 
• HffitoSffiAA t A P) AlXP) Pt< t § (±> tnr- Aio 
ffivt At v^o 


ilnS 

«A*vAiBlfAA0lAvAiBlf A^A^DjLA P) > ?SE 
(Agvt® L A P) t S t > (ATK^AAtiR t 

AoT«B°pM®A#*tSALAt f] tto Awa^A 
IpII L v^v t to 

tti A (±|gS A »t^t ^AA7°At(±lix.TvttAo 
5^* At?RA#* LA A § (±. Sil AtU f) > fiSAflf'M 
tSt Al#oTALffifflLT< Atv^o 


^y^^OyHzz>l\Z 

7 '7 7^7 7 FB#(±> tttLIW(AAiA±TL 1 U^tT> 
7 7 Dixfi Atr -s T < A A v^o 


-|S;(A)%*t;A-|tLLAvt'< Atv^o 
At At^At(AtL^-7-AJ&TAv^ 

A< At 

St A(±j4,iS(A?£t-LffioT)% 

*LT< Atv^o 


yyyi:^-\z'Di\z 

ttlL(±iAiPffl7 T 7AltjSA tTVtto l|ffffi7N°7;L 
(A(!) (X7 7/'?7) 7 7 '7 t(A7 7'7'A-7-AltA T 
77'?-AtMLAJi't (7 t7j: 7-»®) (±> SilA 
tUf] > ioMVtlf/fit A(±7--(At- L'X^.PL A'il 
m< Atv^„ 


our 


titfPS«^tTVt AC Tt7t-JKt)#t®<ASt- 
(AC rrz^-t (A® (±'MKp°b a to 

iilitffSPioTymt-A^BLAP)^ ®AtAP)> * 
S V A L"P X o T«A)S:t L A 

P) tT) A . tff PSiIAttl&? tA < A P) i to 

gii list? A L T V ttf < A 1 A A t ife 

t’S) A t Aioilvt ito 

t LT(±> 77i-(7it- L'XffiM#^ Ati'i- 
*fflM#PA'ffiM< Atv^„ 


8 







7°n 7 i '7 V 3 ;l/ H'-r t ^ - PVM-740 (7,4 S) 
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:^7yC07t-:^X^:^hX:^t § (cffifiJ-C'-to 

m 

-yX t {y-y^y^A v Y 
:t-'r -I" :t( 7 )<^MtS) ^ 1 1 “o 

♦ #L<(±. rWFM/ALM {7j--7'7*-ya::y9-/t- 

7X t7'<)\'7-9-) (24 ^--7) 

7 .i 7 'j->-tz-n'- 

i;0f < Li to 

mm=E-Y 

7 7 7 ^#4L^ t ^ 7 t i}^x § i to 

7 r y(DM'^'siYLibfz\i''t § Lffifijt-to 

±T • 

mm±Tjx^tfzi±x.^jx^. xT-x.^ix^Lxm 

fC'g ito 

i S'fH’'t 7 )®S£(±ab () i-ii:to 

♦ #L<(±. r±T-ttt!|SJ (26^-7) *rK<7(f5v>o 

SIJ5r(7)'7 7 7r4 7t7"7t7 b MB-531 
EIA19 7 yxyvy-yyy btilip-LIlt 2 

ito S$4U-t:\ 

i S}#< (Atltf^flRnTtbL Lt^'A^-XlSIfL'to 


^'+gB'J=E- h^iSg 

yYTAYX—h (Ethernet) L At® 

ito 

Ethernet (lOBASE-T/lOOBASE-TX) tJ;l9> ^-7-L 
n 7 h u — ;l-zLzz -y h Ir^AtT 32 (n 7 h u — )]/zi. 
-7K±fllA4i^f) JiliL> Xy h7-7 XX'JX- h 
a 7 h n-;Ft'A'§ ito ^—7- ID No, tT’th-tID 
No, ^JgSLT> #S(7)^-7- 1 A(±#g7';L-7°(7)^ 
-7-A'tt^SfF-t:'§ ito iA> ®l%LTV^^t"<T 
(7)^-7 -(7) A 7 hT7 7°^4ci“^IS— LAt)> |HlB#t|Hl 
7 L ^ ito 

♦ PL<1±> ru^- I7:^bL-J (7)7'J r;W'J^- I (28^- 
7) *rK<AAv^o 

^:77-3> I D-;V7i-- .y h BKM-15R (SUtt) WlTstiSiftHJI 

esjttiDDjgi^^iig 

(9300 K> 6500 K) ^hftit0A tl£ LT 

■r'n - 1- (7) 7 n 7 a, -X lr g ttlf St ■Stite ?r)i 

ip*ffiLTv^tto 

y)b-:i-y'J-=E-Y 

R/G/B tHHftL LTS 

tt’S)^- KA'to 

fe(7)?t$ (7nv) (7 7,-X') (7)11*. Mt-fT) 

7 7 X'iS53'(7)gffil;'fgfiJAto 

H/V bt=E- K 

^lHlB#L42-7--7§ito 

A'§ ito 

A77 — '7— . TX^7 h V— :^; — . Xt77:iL'\ 

ffl)itse9i;*ttTtio»tT)imtLito 

♦ 1L<14. ['7 — 7— (24^—7), r7r77'7g>A 
7 7lgtJ <D7Ay'y (25^-7) *rK</iS('7 


X+ i’ >t;D 0 7 " -r 

ttt'ftt'AtftL0%Xt7 7 (7--7 ;f). 5%t- 
(t-/-?-) (7)Iiiffit7 Xt^'SIRA'g ito 
'ftt'(7)L°7 A;Hr7''t7h(7)k:7 AXt 1:1 tlV'y LxT’t 
St7 Ah X'Sttitb^SRLTV^t to 7tt i 0 . 
#X7®TL7A;K7)SD'ftt' ('fSt''7XrA(7)H L7 
A;hSc75' 720 i A (± 1440) i fz (± HDMI L'tt (7) 640 x 
480 (7) SD'fSt'^> H t|cO(±liffiTX^7 M:h7^'IEL<t 
X i -) LXt-'j 7t®tilLTV^tto 
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p^—n. — 
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O ^'j-^yy 

§ i1“o 

'j-t- ^^::lJ.-co/^"7^;^'j■t- b colsSiriEDT, 

li. 7>/'?--t:-*iTL^1-o 

O 

;f V 4 sfs 4- (± -f L > -fSlilS 4- IfX 0 (± T 1“ 7 t 1 1“o 

€> 0 ('V';/ K7n» 

O xt:-*- 

7;i/ 

(L + R) ■vtax^titXo 

Smm^^XXLfziii^ll. r-3--->f'-|3:£^-^-J CO 
ivtt (27^-A#BS)o 

7 fiffico AUDIO 

(i4^-'U#Bs)o 

OJraT-U^'y §(±#1^55^® 


O yyy[^ 

^llfru?l§tlj1“t^— 7-llffi?r 15° ULT|S:il1“^A 
t ^tto S05rCO^- 7 - ENG A 7 h VF-510 
ffl1-^i:§(±, A7 7K4-fiLfiB, C UIKl9#ltT< 
(13^-A [A 7 A Fcof£v^:;6'/^J #BS)o 

O xti^JiOiiiXMyy 

^mxizxx ^ fitz\m^x=. 9~xz> 

SDI jH-yy '■ SDI IN cofH'^^’-t— 7 — i“ ^ t 

HDMI tiyy ■■ 

t § 

COMPOSITE 1t\yy ■ composite in JfflT-ji'Ocojt 

O y7yyy^yt\yy 

W\^XiXhfitz^t^^-iy /x-yXh^tifx^ tto 
IIittS#B#(±lAco|S:£U ^5: -7 T i to 
FI /[(yy ■ v'tT b t A 

F2inyy ■ n > f 
F3 Ttt'^^y : i^a-7 
F 4 l\(yy : A 7 
FStK'^'^' : H/V AM NT 
F6 
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F7 1t\^y : I/p -t- K 

C07 T '> 3 >!§:£/:- 

y= 7 'i\X'X^ i/nv, 

^ MX htLfz^-^f' 'yi±. --Is;ff1“tliiffi±i;ii®®ilf/)^' 
S/p $ tit to iio — Itff 1“ t ^ > ’M t fz 

♦ SJfjSr < (±, 25^-7'^rE< /i 

$ V'‘o 

O 3 .— 

7 - j. - ®ffi(75S/P"^lx:£ ?r L i ® o 
^ — Jl— t m LT^ 

Ltto 

7K/7 ?) ICIS 

ENTER (;^$) 7K'^> 

§(;f£v^t®o 

7 — Ji— § /:(75:p'/' > 
|IJg0^fL//'(t'^7t-'7-y h/)«s/p^ tLt®o 

RETURN i'J-^-y) 7K'^> 

7 — Ji — [l|l]/)S^7p^fLTVi^ i: § ^C0:p'7 7 4-ff® 

t> HSL/zagcoflM^- 1 '7||frco;|:Itigi;HLf ® 
(-g^WIJIg^PtOo 

7 — ji— 

t> 7. — 'tf— ixS:7 — jr — (757 T 77 V 3 7:p'7 7 |x:£ 
trS^// ^ fL/;titg/)S®ffi(75:£T (;S/P ^ tL i ®o 

MENU (7<-iL-) 

7 — Ji — ^ L /:; f) S/p 4- ’ML// I) t § 

to 

ff®i: 7 — ffiff ® i: 'M ^ t ®o 

O cl) 

7 7/-?T i: § ff ® t >9 > T 7 A 

A-7-/)^'»-t:'SiTLt1-o 
7 —faff®/: 7, 7 7/'?T 'O > T 7 7 A— 7 — 
i/:. iftS®itT-t:-(75'f£ffl^»#^- K 

^ i 0 lit?l*Ig|I(75S)t/)«±# L A/f-g-A. 7 T 737 

7-B#(±. litT77-?--t:-3gi:(;S?)tLi1“o Ii51t^- 
KB#(± T 7 y-f- -t-SiT Lite. 


tllfrL?l§tLtL-=E— 7-®ffi4- 15° L LTixitt'?) L 
t t't: § i to 



7 7 7 KcolpIll'ftttftiKi^ibt’S) L tt'Ag ito 
7 7 7 KSffi(75lK /) # 1 1 7 f7g 4- A, C i t (± Bo C t 
f^ttLito 


A C B 



Ao C : 77 7 F^mfllJLt^t §Lf£fflLito 
Bo C : 77 7 K^lfrffllJLt^t iLffifflLito 

SIJS(75^-7- ENG A -y h VF-510 t § (±o 

77 7KAf7gBo C ttv^o 


§SP®(ai?nAi!)S 
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^ SDI (3G/HD/SD) (BNCiy) 

INiffi? 

v'J 

OUT iffi? 

OUT LTTiMIp^’St 
fz LTV^^-t^^o 

^ COMPOSITE (□>7Ki/'>>h) XiUtlm^ (BNC 

m) 

INiffi? 

n -7 b \£-rt\‘S^io I V^^Pi^^(DXtlimJ-X^ 

to 

OUT 

;i^- 7°7 ;b- tB^'^JraT-tr-to 

7' -77-^ ^ U 7':t 'fS'^ Ir A:ij 1“ ^ t > H 

^to AcoJi^ti, TBC (7T 

I AUDIO (W Xititltm^ (Xy^Ut^-Vvy 

X) 

INiffi? 

VTR tBAST- 1 ®IS L f -to 

OUT w? 


Ao 

SDI fwA’^’SA [7- — 'T— Ix/E^ — j.— J <75 
A-AA AAA7 7T;K75^JR56«(±1A^ 

titto 

O PARALLEL REMOTE (A^bJU'J^E- h) iffi? 

Bbl“» 

7^°7 u;l/n > L n-;l/7,T -7 A ^Sfig LTA — 7 - ^^S'L 
pWftfF L i Ao 


< 1±. 33^-vArK< /'iSV'o 


tZ-ji; 


S^(7 )AAU> JUISISt? ®A®i£E 4’# 

^ 3 T 7 7 - 4- 7 (7)JgA L ^ A < 

®l%U'3V^T(±^#coJi^UffioT < A^ v^o 

0 SERIAL REMOTE (2/'J7'JU'J=E- h) iffi? (RJ- 
45 ly) 

lOBASE-T/lOOBASE-TX CO LAN A - 7" A ( A - A K 7 
T 7\ SIJ5r) at -7 L 7 - 7 CO LAN (10/100) SAt A 
(±7--A3.7-37 bn-;L3.3.-7 b BKM-15R U®li 
Li Ao 


♦ #L<1± r7”n7''7-7-fflE >7-7ai-7,||fii#J (NSW 
CD-ROM LJRfi, BAigL^gcoA) *r'E</iSv^„ 






(MB-531 


• JSliEISt? 

l ^ v^ -t- < 

/■f ^ V^O 

• ^-^'7 h'7~i'<DjmiMiiH^X^. 

- t ntto «(± lOBASE-T/lOOBASE-TX CO® 
'fsSffi^iS'fsnp® ^'RliE'f” •?) ^) (TJ'Cticfe l9 i -tirAo 

O HDMIA*5ffi? 

HDMHt'^^-A* Lito 

HDMI'fH'^ (High-Definition Multimedia Interface) t(±> 
A A X ;i/titf FbI '(:m$./^PiB^ ^ A A X ;K7) i t 1 A 
(7) A - A t t^-C -tr-to 

AiJ/]' A ^ i Ao A'7 X 
LAitftlS{*iiStflA<fe^ HDCP i; 

LTV^f-to 


HDMIA-7";l/ (glJ5r) (±> HDMlnn'^JK#LAA- 


O EJECT 7K'^> 

A (75 AX > AC TX"7°X-^JK0 (±-f Lt 

1“o 


O HiP®DMITffl:?.S>‘5T (1/4-20UNC, 3/8- 
16UNC) 

A(75A7A4-'f£oT@£Lti-o 


O AC:PiS>'3/i?-®DMITg|5 

AC T X"7°X - AC-940W ^W.'0i^nZ>^t\ZX.'0 . AC 
Sil AtljfT ^ ArlE) A t /js-t- § t -to 


$^(75 AA. TEV--MlEJilX'(-(75 AC TX'AX-tffi 
v^o 

• AC TX"7°X- : AC-940W 

® 1 2V iffi? (XLR m. 4 t:» 

DC 12V ^mm-t ^ a t ic t o , « t-tt# ? -a 

^ A ti~o 


SIJ5r(75-7V 7A4 7X'7"7A7 h MB-531 tf£fflLT> A 
litflIAV- 2 i^f 7 -y X i;lK >9 #14 ^ A t /(S-V- § t "to 

1 -7X7x4 ^X’V'VA'y htlKd'ftlt’&o 

♦ f/fi#DAAlc-7</'TSfL < (±, 7 7 7x4 77"7*7 

A -y 1 WlRimHjl# A A'K < fi S v^„ 

2 A x 4 AV- 7 -y 7 (MR d #14 o 

A xl±#S ^ 4 lTV^ t Hi:A„ 7 -y 7 !;#> E At x i A'ffl 
S< A^ V7 



77X^(DI2D#I4 (MB-531 
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AC 

3— 


AC 



KDIS-rU 




7-7(D^mii. 'ii-irWUT^y y ^'y 

mt^rnlzn-Dr 

-t 7 hi}^htk'^^Xi}^h'l7'3X < 



A\',i.M 

• AC 7ry°7~ii±i^'M&~9]-<DMmXii±iimx^ 

• ACT 7~7°7 ii-f-f t 

V^l±-rLX^^h'l7-DX < 

• §(±> AC 
-t:-< /-f^ v^o 
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mw^iMo 





!toT< /f^v^o 

Mit 4 - aiR 1 “ ;65'io fg V ^ CO Mit 

±teJsgBija2|sis®i 





NTSC 
t7 R 
7y7 

R-X 

©NORTH AMERICA 

D65 

7.5 

SMPTE-C 

©LATIN AMERICA 

PAL&PAL-N AREA 

ARGENTINA 

D65 

0 

EBU 

PARAGUAY 

D65 

0 

EBU 

URUGUAY 

D65 

0 

EBU 

l\ITSC&PAL-M AREA 

OTHER AREA 

D65 

7.5 

SMPTE-C 

©AFRICA AUSTRALASIA 

EUROPE MIOOLE-EAST 

D65 

0 

EBU 

©ASIA EXCEPT JAPAN 

NTSC AREA 

D65 

7.5 

SMPTE-C 

PAL AREA 

D65 

0 

EBU 

©JAPAN 

D93 

0 

EBU 


O O 




noQoasBBOOQO OK now COHPClSiTE FI n P3 N F5 F« P7 

®'i:i:i HHE HSEEHHH 

EHTES BETUBN MENU ,(lj “| 

O □ □ □ on 






. ; 

I 

I 




1 ( 1 ) 


>9 > SELECT SETTING 



S E C T 

91 

LATIN AMER I CA 
AFRICA AUSTRALAS I 
ASIA EXCEPT JAPAr 
J APAN 


©dtTy<U* 

®TTU*- yl-Xh 
^UT/=zL-y-^> 
S\ 3-no;C 

@B*^P^<TyT 

®B* 


2 

7L(± enter >L' 

> lrff1“o 

®. ®. ®t)Wnrc<!:^ 

^nt-fo itll«/9siE L L t 

LT< /f^v^o 

FsliSoTv^^ii-g-ti. RETURN >4-ffLTI>i: 
0||fico®ffiUH01x:£LitLT< tU^v^o 


SELECT THIS AREA? 
NORTH AMERICA 

[ENTER]YES 

[RETURNING 


®x ®ti'M{^nrcLf^ 

ic^co® ^tit-fco-T;';^ =-j -— liiRo tx-x: 

ENTER y^Wtr < 
itts®ffi 56 ^'s^ L L t 
LT< tU^v^o 

FsliSoTv^^ii-g-ti. RETURN >4-ffLTUi: 

'^mnWMKM^Wt.^LW.LX < tU^v^o 


^®iS^(DSIR 


17 


(D LATIN AMERICA : 


LAT I N AMER I CA 


PAL&PAL - N AREA 


ARGENT I N A 

PARAGUAY 

U R U G U A Y 

NTSC&PAL-M AREA' 
OTHER AREA 


J 


PAL. PAL-N±-fta 


NTSC. PAL-M±ftJS 




@ ASIA EXCEPT JAPAN : 

TWitlilll-t-i'’ lx- ? tT/ca«-t:'iof£v^co 

NTSC AREA 4-SAt:' < v^o 

PAL AREA iMX 

-t:-< v^o 



.><— i — HaTMISC!)^ D 


y sL iMiiii y y y cu p|^ ^ 7 cp p|^ 

(ENGLISH. FRANQAIS. DEUTSCH. ESPANOL. 
ITALIANO. 

to 

x<-i-COHl§(± [ENGLISH (^I^)J 
^^tto 





o 




o 

(o): 

=:■■■■■:=: 00B 0000000 

O 0 00 o ] 


I 


I 

— , 



r 

ENTER RETURN MENU 

r 

I 



3~5 

; 2 

1 

J 


1 



NTSC mm 


PAL mm 


3 x(-^-SJRotc^t/.;(±ENTER:RA>^ff-tc. 


SELECT SETTING ® AT. g #) &<] T xt 
- ^ ® (7)#a g L a « (L^ o A.;fl T is 

i“ o 


2 MENU 

y — Lit Ao 

^ tLT ;e, i ^ tit to 


STATUS 1/2 


IbI 

® 

[B 

FORMAT ■ 

COLOR TEMP 

HDMI FORMAT 

■■■ 

S 

NTSC SETUP 

■ 

[2 

SCAN MODE 


On 

POWER SAVING 

I/P MODE 

■■ 


d'a; 


ftlt^-FsHlATiSSL AJ^-n (±. y — ^ — 4-fSviLJ.TT) 
ag 4-'SMLT < 

• fefiS (22^- A) 

• NTSC U 7 [ T 7 7° (23 A) 

• (22^-7) 

|S£flUov^T(± ritll«SIJ*^:|S£ffiJ (17^- A) ^ 

rK< 
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7 — ZL l^/T\(zpppCOR]D(^/L 






3 4- [SILT USER CONFIG 

^f'-I§:£) CO SYSTEM SETTING ('>Y,x 

ENTER >F'YY4-ff -to 

Il^/■fY-i-C0|3:£ag (7Tn>) 

t-t-to 


USER CONFIG - SYSTEM SETTING 

[m 

NTSC SETUP: 

■ 

o 

IB 

FORMAT DISPLAY: 
LANGUAGE: 

POWER SAVING: 

■■■■ 

ENGLISH 

■■■ 

e 

I/P MODE: 


la 

LED BRIGHTNESS: 

■ 

Oti 

RGB RANGE: 

SCREEN SAVER: 

■■ 


4 ^-i-aiRo^c^tiaLT rUANGUAGEj ts 
Y-^-ajRotcAt/^(±ENTERt't 

■to 

S trSTt ^ t, t -to 


USER CONFIG - SYSTEM SETTING I 

[Ei 

NTSC SETUP: 

■ 

[A] 

rsn 

FORMAT DISPLAY: 

■■■■ 

LANGUAGE: 

ENGLISH 1 

LiJ 

POWER SAVING: 

■■■ 

a 

a 

O-n 

I/P MODE: 

LED BRIGHTNESS: 

RGB RANGE: 

■ 

SCREEN SAVER: 

■■ 


5 Y-^-Il^Rot■^t•laLTS7t^^i:Av^■H■|§t•a 

ZJA. A(± ENTER ft 

■to 



-tf— bS£ - 07.3rAss:$; 


[5E] 

NTSCt I'T'yy ■■ 

■ 

E] 

y t—y "j kSaiv : 

■ ■ 

E 



)'^y-y-\iyy : 

■■ 

a 

l/P=E- K : 


a 

LEDO'OF hAA : 

■ 


RGBbAO : 



AA U-A-tz-yC- : 

■■ 


MENU f t > tff Lt-to 

It) 1 ^j-FbIS# t L V ^ 1 1 - i - (± g fi e<] U -m ^ 1 1 o 




«-t:'(±, ®®fI«^At)fS-tcolx:£, lUMIxfico'SM 

- A t ^)-U§ t-to 

♦ r^ — -3^— HHnW® I 9 JfetJ (18 

^-v) *rK</iSV'o 

t-Ji-HffiCOt tA F±coB- 7- 
? t-f-to 



1 MENU f t Ytff-to 


t - t-t-to 

JIlTm? ^ tiT ^ i ^ ti t -t o 


ISS«*i 1/2 


IBl 

[E 

te^Aa— A ’7 8 I 

1 - 

■ ■■ 

a 

NTSCtZ-^ hTyy 

■ 

a 

A^AALy-r=E-K 


On 

AA-tz-RAA 
l/P"E- K 

■ ■ 


2 t-jr-SIRof AtiaUTY-ji-tatF. t 

At A(± ENTER ft >tff-to 

gA/ft-jL-coTT n ^ t-, 1S:£ 

H S ^ tL t -t o 


t = zL-(DSItA)S 
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ZL- 

'tf aX/E. AbS/E. 


n 

NTSCiz '7 hT'yy : 

■ 

E] 

y "j h#^ : 

■ ■ 

E 



ny-y-\zyy : 

■■ 

e 

l/P=E- K : 


0 

LEDT^'^-r h^T. : 

■ 


RGBbVi/ : 



7.5 U-Vt-yV- : 

■■ 


ixSfi (± g Si (;E'ii ^nt to 


3 


^ i ^ 0 LTbx/E® S ^ 

- ^ - MiR'^ ENTER tt'y^iiPLtto 

^Mt^mst'M^-Rmt^ritto 

to 

mm^mwt^ms(Dm^ ■. 

tULtto 

tMLtto 

;>■ =. ?t~tfzt ENTER ti'yiWtt 

tn'mMtU^tto 

^ — J- — SiR'2 ^ 0 LT1 x5e4’$?T\ jl — 

ENTER t9 'y^WLtto 

;^=-:i~mM'^t^tfzl± ENTER >4-ff1-||ff 
IZ, RETURN -to 


tZ-ji; 


• IS:£i|gt:-afeS^(75iIg(±T^'U:^-t:-§^v^;K 
P^.^rmtLtto ^^mtiz^t^ 
fi^iz^tj f -Ro 

. dp-n -7 >UIS:£^ -R-^T 

com^Mst'm&mtiz^j:io ito 

R-n -7 R RRvUlSfiLitLT;^^ 

UtT-:^T< 

♦ dr-D -y R (COV'Tp L < l±> 29^- v?:r'1< /z^ 
V'o 

RETURN R'R >R-ff LR-Ro 

pc-iL-mm^mnai 

MENU R'R >4-ff LR-Ro 

1 'trmi'f ^Lti^t^zz^~ii^ij]6tzmt^to 
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z<-zL-(Dmtt>£ 




.?<— a— SffiofciH 



llg-K 

i 1 “c. 

s rnmcDd^) 

t — y'y h 

fefilt 

HDMI 7 t--7-7 f 
NTSC -b -y f T -7 7° 

-r 7 7°N'1'^- K 
H'7 7’ 

I/P-t- K 

i fPv 'j T ;i/-T by-?- 


Hffiftil 

7 t 77 '> 37 :T '77 Ixfi 
FI >F'7 7 
F2 >F'7 7 
F3 >F'7 7 
F4 :F'7 7 
F5 >F' 7 7 
F6 4^'7 7 
F7 4^'7 7 
t — 'r'ft lx£ 

SDI t-r'f 

y^°7 7;l/'J-T- h 
'7'j T;l/'j -T- f 


On ^—ny-y 


dr-n -7 7 


f] y-y^-y 





a: hn-ju 

-y-y'n 7 b n — ;P 
:t- f 7 n- 7 / 7 i-X 
F° 77-7 — 37 hn — ;p 
ATjIxS 

'7Xr 

NTSC A -7 f T '7 7° 
yt-y'y 

-m-sK 
n pn 

y\" 7 --b- F'^T- 
I/P -T- F 
LED 7"7 T f TX 
RGB 7 7 '7 
X 7 'j - 77:-^?- 
■ 7 -/;-| 3 :£ 

'7— /;— HtF 

4:77 — v—/; — 
y—i] — 7 ^;P 
y-ij — y-y f 

WFM/ALM (7i-7"74-A-T-7-/t-A'/ ^ 
7 ^;P 7 - 7 -) HffilSlTE 
WFM/ALM 


«7)J|4(7)|S:£;KiK^SyFLi1-c. 
LlTOtio l 9 -t'-to 


1/2 


IbI 

[S 

lB^ 7 s|— 7 ' 7 l' I 

HDM\y^—^'y \- 

■ ■■ 


NTSC 7'7 h 7'7 7 

■ 

0 

7 V 77 b 7 e-K 


O-n 

A’ 7 - 7 -L' 77 ' 

i/pe-K 

■ ■ 


lasttn 2/2 

[m 


E] 


m 


e 


E 


On 



• M^y t~y-y f 

• HDMI 7 4 --7 -7 b 

• NTSC -t-y b T -7 7° 

• -rW X 7 ° 7 Tye- F 

• y^°7-^:- OT" 

• I/P ye- F 

• 7;PT7y'?- 


X — 3 .— 


21 


® 7n9-r 

—j.— 

11^(75^7 ^ f/-?7 >7, / ij y 

CO IIS iZ (iiilJStf ;6^'*^-t:'1-o 
##p°p : n^7 5y;l/^'aS:*7-T-f7'l'-)f-CA-210 



yy>i-3.- 

sn/O 

pX/E 


fefas* rD65j. rD93j. r7.-x'-iagj 
t-hm.'&Lito 

-73ar;H3S 

fefiS* rx^-x'-igiEJ i;lax§. s 

7 U* f) i-to 

iiSlifiOX'J-StiSXo 

• : XX-Z-CX XX (X'XX) 

^liSLSXo 

• n'777.1IH : ^X-^'i'XXX (/'SX 

TX) ^rfiSLSXo 

• : rD65J SAf± rD93J 

imm-ht. sjRstiAfeSffix) 

X 7 X f '''^X XX, T*— XtJ’''. fx-— 

X'-ixSJ UnU-gtitXo 

iiy-y^-y 

TEBUJ. rSMPTE-Cj. riTU- 
709J. rxxj thm^ttto rxxj u 

ixSX-S X^'“X'XXc*«fe*H31LX7o 


i o TlfSA- § ^ v^i5 g 

to 



3- 

-tx-zix hn-;p 3/3 


[H 

t"XX7-^x pn-JU 


[S 

ACC : 

■■ 

CTI : 

■ 

HI 

a 

VX 7-X : 

■ 

la 

A/dbSaE 


O-n 

X7 PH : 

■ ■■ 

X7 PV : 

■ ■ 




■ij-7'3 > h n-;i/ . TJK—yv— ■ 

i-to KSEft^^'Ai < *-6 t < O I; 

f) L. /J'S < ») S 

t'o ij ^ yy ir — ij yn t 

• §M : -g-afrflSgL^-to 

t- h y yy/y (^'nv) (7i-X) 

X *iiKLSto 

• ci"— I'iiSli: SfiHSftwt >, X 

x^riastsXo rx7j icKjE-t 
^tyuytyj:--^ «ft /i^'liiiii 

#<1^**9, rxxj K^jEt^t 

j-to 

• iiS7.5'— I' : i]y-/^-^y- (7;v/ 

SMPTE/EIA) ^HffiHfiiLr. 
ENTER X'X gfiWlC 

X- MSSItffiTjsfeX ») S-to i3« 
l«-7 ft. MENU X * fl7 X 13 

SHffl/47 BXSXo HS^^'E'sTftT 
htzWs-^. rx-MI«ffiJ i±mi 
rxxj U* D XXo 


♦ AA-ft-^tfSK ■ Ix^Ilg COV'TII, 30^-'x5-7K< /i 

■gV'o 


J.- 

-tf-7Xpn-JP 1/3 

[H 

ti-Xzixpn-lP 

[S 

7IK-tv- : ■ 

101 


e 


a 


On 
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y —iL—&$yfcM' 



> h n- HftSrUKLS -to 

;v • ACC i^—btl=y-Z\ybD-ll>) . 

t— h*7 — 3> h n — ;i/|lI{fS«^ 
>, t7*iagLS'to 

7j hztt-to iilirfi rt>J i;L 

S t'o 

• CTi (yn^b^yvjiyb'fyy)^- 

zry-yb) ■ fecoMtis«iftv>'(H-t 

r i-to 

iS7Effi/is*§ < 19 LS 

i'o 

#iJDLT < o § t) 

IS:5 e«^' 5 ^:§ < < o§ 19 LS 

to 

A*ig£ • 'Vtl'H : iIfi«f4fi*ll«L4'to IS 

• 5/t I'V : llft«f4fi*fi«L4to IS 

< ^:-6 i:Hffi795±ic, /Jo 


t-:^ 7-|S:£. WFM/ALM liffilS:£o 
y r y ^ y a t-r'i 


IL- 

tf— 

[ill 

FXTAIS/e! : 

[S 

^ • 

WFM/ALMBililS/E! : 

[£] 

7 7 7773 FTtt'tFISS : 

lil 

^ IT -Y ^ SX AE. • 

IZl 


O-n 





7- 

•tf— BX^ ~ 5>X7 "Z^bx!^ 


[H 

NTSCtz 7 FT'y 7 : 

■ 


77 — 7 7 Fft/i\ : 

■ ■ 

a 

9l7--tz-L'77' : 
l/PT- F : 1 

S $!□ 

■■ 

0 

LED7'74 FAX : 

■ 

o-n 

RGB F 77 : 


77U-7-tz-9(- : 

■■ 




NTSC -t -y h T -y 7" NTSC -y h 7 -y ycoU^OUiMiK 
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English 


Before operating the unit, please read this manual 
thoroughly and retain it for future reference. 

Owner’s Record 

The model and serial numbers are located at the rear. 
Record these numbers in the spaces provided below. 
Refer to these numbers whenever you call upon your 
Sony dealer regarding this product. 

Model No. 

Serial No. 


Important Safety Instructions 


• Read these instructions. 

• Keep these instructions. 

• Heed all warnings. 

• Follow all instructions. 

• Do not use this apparatus near water. 

• Clean only with dry cloth. 

• Do not block any ventilation openings. 

Install in accordance with the manufacturer's 
instructions. 

• Do not install near any heat sources such as radiators, 
heat registers, stoves, or other apparatus (including 
amplifiers) that produce heat. 

• Do not defeat the safety purpose of the polarized or 
grounding-type plug. A polarized plug has two blades 
with one wider than the other. A grounding-type plug 
has two blades and a third grounding prong. The wide 
blade or the third prong are provided for your safety. 
If the provided plug does not fit into your outlet, 
consult an electrician for replacement of the obsolete 
outlet. 

• Protect the power cord from being walked on or 
pinched particularly at plugs, convenience 
receptacles, and the point where they exit from the 
apparatus. 

• Only use attachments/accessories specified by the 
manufacturer. 

•Use only with the cart, stand, tripod, 
bracket, or table specified by the 
manufacturer, or sold with the apparatus. 

When a cart is used, use caution when 

moving the cart/apparatus combination to avoid injury 

from tip-over. 

• Unplug this apparatus during lightning storms or 
when unused for long periods of time. 

• Refer all servicing to qualified service personnel. 
Servicing is required when the apparatus has been 
damaged in any way, such as power-supply cord or 
plug is damaged, liquid has been spilled or objects 
have fallen into the apparatus, the apparatus has been 
exposed to rain or moisture, does not operate 
normally, or has been dropped. 


WARNING 

To reduce the risk of fire or electric shock, do 
not expose this apparatus to rain or moisture. 
To avoid electrical shock, do not open the 
cabinet. Refer servicing to qualified personnel 
only. 

WARNING 

THIS APPARATUS MUST BE EARTHED. 
WARNING 

When installing the unit, incorporate a readily 
accessible disconnect device in the fixed wiring, or 
connect the power plug to an easily accessible socket- 
outlet near the unit. If a fault should occur during 
operation of the unit, operate the disconnect device to 
switch the power supply off, or disconnect the power 
plug. 

Attention-when the product is installed in Rack: 

1. Prevention against overloading of branch 
circuit 

When this product is installed in a rack and is supplied 
power from an outlet on the rack, please make sure that 
the rack does not overload the supply circuit. 

2. Providing protective earth 

When this product is installed in a rack and is supplied 
power from an outlet on the rack, please confirm that the 
outlet is provided with a suitable protective earth 
connection. 

3. Internal air ambient temperature of the rack 

When this product is installed in a rack, please make 
sure that the internal air ambient temperature of the rack 
is within the specified limit of this product. 

4. Prevention against achieving hazardous 
condition due to uneven mechanical loading 

When this product is installed in a rack, please make 
sure that the rack does not achieve hazardous condition 
due to uneven mechanical loading. 

5. Install the equipment while taking the 
operating temperature of the equipment into 
consideration 

For the operating temperature of the equipment, refer to 
the specifications of the Operation Manual. 

6. When performing the installation, keep the 
following space away from walls in order to 
obtain proper exhaust and radiation of heat. 

Upper : 4.4 cm (1 3/4 inches) or more 
Lower (when not using the stand) : 1.7 cm 
(11/16 inches) or more 
Rear : 10.0 cm (4 inches) or more 
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CAUTION 

The apparatus shall not he exposed to dripping or 
splashing. No objects filled with liquids, such as vases, 
shall he placed on the apparatus. 

CAUTION 

The unit is not disconnected from the AC power source 
(mains) as long as it is connected to the wall outlet, even 
if the unit itself has been turned off. 

WARNING 

Excessive sound pressure from earphones and 
headphones can cause hearing loss. 

In order to use this product safely, avoid prolonged 
listening at excessive sound pressure levels. 

For kundene i Norge 

Dette utstyret kan kobles til et IT-str0mfordelingssystem. 
Apparatet ma tilkoples jordet stikkontakt 

Suomessa asuville asiakkaille 

Laite on liitettava suojamaadoituskoskettimilla 
varustettuun pistorasiaan 

For kunderna i Sverige 

Apparaten skall anslutas till jordat uttag 

For the customers in the U.S.A. 

This equipment has been tested and found to comply 
with the limits for a Class A digital device, pursuant to 
Part 15 of the FCC Rules. These limits are designed to 
provide reasonable protection against harmful 
interference when the equipment is operated in a 
commercial environment. This equipment generates, 
uses, and can radiate radio frequency energy and, if not 
installed and used in accordance with the instruction 
manual, may cause harmful interference to radio 
communications. Operation of this equipment in a 
residential area is likely to cause harmful interference in 
which case the user will be required to correct the 
interference at his own expense. 

You are cautioned that any changes or modifications not 
expressly approved in this manual could void your 
authority to operate this equipment. 

All interface cables used to connect peripherals must be 
shielded in order to comply with the limits for a digital 
device pursuant to Subpart B of Part 15 of FCC Rules. 

This device complies with Part 15 of the FCC Rules. 
Operation is subject to the following two conditions: (1) 
this device may not cause harmful interference, and (2) 
this device must accept any interference received, 
including interference that may cause undesired 
operation. 


WARNING: 

Using this unit at a voltage other than 120 V may require 
the use of a different line cord or attachment plug, or 
both. To reduce the risk of fire or electric shock, refer 
servicing to qualified service personnel. 

For the customers in Canada 

This Class A digital apparatus complies with Canadian 
ICES -003. 

For the customers in Europe 

This product with the CE marking complies with the 
EMC Directive issued by the Commission of the 
European Community. 

Compliance with this directive implies conformity to the 
following European standards: 

• EN55 103-1 : Electromagnetic Interference(Emission) 

• EN55 103-2 : Electromagnetic 
Susceptibility(Immunity) 

This product is intended for use in the following 
Electromagnetic Environments: El (residential), E2 
(commercial and light industrial), E3 (urban outdoors), 
E4 (controlled EMC environment, ex. TV studio). 

For the customers in Europe 

The manufacturer of this product is Sony Corporation, 
1-7-1 Konan, Minato-ku, Tokyo, Japan. 

The Authorized Representative for EMC and product 
safety is Sony Deutschland GmbH, Hedelfinger Strasse 
61, 70327 Stuttgart, Germany. For any service or 
guarantee matters please refer to the addresses given in 
separate service or guarantee documents. 

AVERTISSEMENT 

Afin de reduire les risques d'incendie ou 
d'electrocution, ne pas exposer cet appareil a la 
pluie ou a I'humidite. 

Afin d'ecarter tout risque d'electrocution, 
garder le coffret ferme. Ne confier I'entretien de 
I'appareil qu'a un personnel qualifie. 

AVERTISSEMENT 

CET APPAREIL DOIT ETRE RELIE A LA TERRE. 
AVERTISSEMENT 

Lors de I'installation de I'appareil, incorporer un 
dispositif de coupure dans le cablage fixe ou brancher la 
fiche d'alimentation dans une prise murale facilement 
accessible proche de I'appareil. En cas de probleme lors 
du fonctionnement de I'appareil, enclencher le dispositif 
de coupure d'alimentation ou debrancher la fiche 
d'alimentation. 

ATTENTION 

Eviter d'exposer I'appareil a un egouttement ou a des 
eclaboussures. Ne placer aucun objet rempli de liquide, 
comme un vase, sur I'appareil. 
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ATTENTION 

Cet appareil n'est pas deconnecte de la source 
d'alimentadon secteur taut qu'il est raccorde a la prise 
murale, meme si Tappareil lui-meme a ete mis hors 
tension. 

AVERTISSEMENT 

Une pression acoustique excessive en provenance des 
ecouteurs ou du casque peut provoquer une baisse de 
I'acuite auditive. 

Pour utiliser ce produit en toute securite, evitez I'ecoute 
prolongee a des pressions sonores excessives. 

Pour les clients au Canada 

Cet appareil numerique de la classe A est conforme a la 
norme NMB-003 du Canada. 

Pour les clients en Europe 

Ce produit portant la marque CE est conforme a la 
Directive sur la compatibilite electromagnetique (EMC) 
emise par la Commission de la Communaute 
europeenne. 

La conformite a cette directive implique la conformite 
aux normes europeennes suivantes : 

• EN55 103-1 : Interferences electromagnetiques 
(emission) 

• EN55 103-2 : Sensibilite electromagnetique 
(immunite) 

Ce produit est prevu pour etre utilise dans les 
environnements electromagnetiques suivants : El 
(residentiel), E2 (commercial et Industrie legere), E3 
(urbain exterieur) et E4 (environnement EMC controle, 
ex. studio de television). 

Pour les clients en Europe 

Le fabricant de ce produit est Sony Corporation, 1-7-1 
Konan, Minato-ku, Tokyo, Japon. 

Le representant autorise pour EMC et la securite des 
produits est Sony Deutschland GmbH, Hedelfinger 
Strasse 61, 70327 Stuttgart, Allemagne. Pour toute 
question concemant le service ou la garantie, veuillez 
consulter les adresses indiquees dans les documents de 
service ou de garantie separes. 

WARNUNG 

Urn die Gefahr von Branden Oder elektrischen 
Schlagen zu verringern, darf dieses Gerat nicht 
Regen Oder Feuchtigkeit ausgesetzt werden. 
Urn einen elektrischen Schlag zu vermeiden, 
darf das Gehause nicht geoffnet werden. 
Uberlassen Sie Wartungsarbeiten stets nur 
qualifiziertem Fachpersonal. 

WARNUNG 

DIESES GERAT MUSS GEERDET WERDEN. 


WARNUNG 

Beim Einbau des Gerats ist daher im Eestkabel ein leicht 
zuganglicher Unterbrecher einzufugen, oder der 
Netzstecker muss mit einer in der Nahe des Gerats 
befindlichen, leicht zuganglichen Wandsteckdose 
verbunden werden. Wenn wahrend des Betriebs eine 
Eunktionsstorung auftritt, ist der Unterbrecher zu 
betatigen bzw. der Netzstecker abzuziehen, damit die 
Stromversorgung zum Gerat unterbrochen wird. 

VORSICHT 

Das Gerat ist nicht tropf- und spritzwassergeschutzt. Es 
durfen keine mit Elussigkeiten gefullten Gegenstande, z. 
B. Vasen, darauf abgestellt werden. 

VORSICHT 

Solange das Netzkabel an eine Netzsteckdose 
angeschlossen ist, bleibt das Gerat auch im 
ausgeschalteten Zustand mit dem Strommetz 
verbunden. 

WARNUNG 

Zu hoher Schalldruck von Ohrhorem und Kopfhorem 
kann Gehdrschaden verursachen. 

Um dieses Produkt sicher zu verwenden, vermeiden Sie 
langeres Horen bei sehr hohen Schalldruckpegeln. 

Fur Kunden in Europa 

Dieses Produkt besitzt die CE-Kennzeichnung und 
erfullt die EMV-Richtlinie der EG-Kommission. 
Angewandte Normen: 

• EN55 103-1: Elektromagnetische Vertraglichkeit 
(S toraus sendung) 

• EN55 103-2: Elektromagnetische Vertraglichkeit 
(Storfestigkeit) 

Eur die folgenden elektromagnetischen Umgebungen: 
El (Wohnbereich), E2 (kommerzieller und in 
beschranktem MaBe industrieller Bereich), E3 
(Stadtbereich im Ereien) und E4 (kontrollierter EMV- 
Bereich, z.B. Eernsehstudio). 

Fur Kunden in Europa 

Der Hersteller dieses Produkts ist Sony Corporation, 1- 
7-1 Konan, Minato-ku, Tokyo, Japan. 

Der autorisierte Reprasentant fiir EMV und 
Produktsicherheit ist Sony Deutschland GmbH, 
Hedelfinger Strasse 61, 70327 Stuttgart, Deutschland. 
Bei jeglichen Angelegenheiten in Bezug auf 
Kundendienst oder Garantie wenden Sie sich bitte an die 
in den separaten Kundendienst- oder 
Garantiedokumenten aufgefuhrten Anschriften. 
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Precaution 


On Safety 

• Operate the unit only with a power source as specified 
in the “Specifications” section. 

• A nameplate indicating operating voltage, etc., is 
located on the rear. 

• Should any solid object or liquid fall into the cabinet, 
unplug the unit and have it checked by qualified 
personnel before operating it any further. 

• Do not drop or place heavy objects on the power cord. 
If the power cord is damaged, turn off the power 
immediately. It is dangerous to use the unit with a 
damaged power cord. 

• Unplug the unit from the wall outlet if it is not to be 
used for several days or more. 

• Disconnect the power cord from the AC outlet by 
grasping the plug, not by pulling the cord. 

• The socket-outlet shall be installed near the equipment 
and shall be easily accessible. 

• Do not carry the monitor by holding the stand. 

• Do not carry the monitor by holding the AC adaptor. 


On Installation 

• Allow adequate air circulation to prevent internal heat 
build-up. 

Do not place the unit on surfaces (rugs, blankets, etc.) 
or near materials (curtains, draperies) that may block 
the ventilation holes. 

• Do not install the unit in a location near heat sources 
such as radiators or air ducts, or in a place subject to 
direct sunlight, excessive dust, mechanical vibration 
or shock. 


Handling the Screen 

• The panel fitted to this unit is manufactured with high 
precision technology, giving a functioning pixel ratio 
of at least 99.99%. Thus a very small proportion of 
pixels may be “stuck”, either always off (black), 
always on (red, green, or blue), or flashing. In 
addition, over a long period of use, because of the 
physical characteristics of the panel, such “stuck” 
pixels may appear spontaneously. These problems are 
not a malfunction. 

• Do not leave the screen facing the sun as it can damage 
the screen. Take care when you place the unit by a 
window. 


• Do not push or scratch the monitor’s screen. Do not 
place a heavy object on the monitor’s screen. This 
may cause the screen to lose uniformity. 

• The screen and the cabinet become warm during 
operation. This is not a malfunction. 


On Burn-In 

Due to the characteristics of the material used in the 
OLED panel for its high-precision images, permanent 
burn-in may occur if still images are displayed in the 
same position on the screen continuously, or repeatedly 
over extended periods. 

Images that may cause burn-in 

• Masked images with aspect ratios other than 16:9 

• Color bars or images that remain static for a long time 

• Character or message displays that indicate settings or 
the operating state 

• On-screen displays such as center markers or safety 
zones 

To reduce the risk of burn-in 

• Turn off the character and marker displays 
Press the MENU button to turn off the character 
displays. To turn off the character or marker displays 
of the connected equipment, operate the connected 
equipment accordingly. Eor details, refer to the 
operation manual of the connected equipment. 

• Turn off the power when not in use 

Turn off the power if the viewfinder is not to be used 
for a prolonged period of time. 

Screen saver 

This product has a built-in screen saver function to 
reduce bum-in. When an almost still image is displayed 
for more than 10 minutes, the screen saver starts 
automatically and the brightness of the screen decreases. 


On a Long Period of Use 

Due to an OLED's panel structure and characteristics of 
materials in its design, displaying static images for 
extended periods, or using the unit repeatedly in a high 
temperature/high humidity environments may cause 
image smearing, burn-in, areas of which brightness is 
permanently changed, lines, or a decrease in overall 
brightness. 

In particular, continued display of an image smaller than 
the monitor screen, such as in a different aspect ratio, 
may shorten the life of the unit. 

Avoid displaying a still image for an extended period, or 
using the unit repeatedly in a high temperature/high 
humidity environment such an airtight room, or around 
the outlet of an air conditioner. 
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Precaution 


To prevent any of the above issues, we recommend 
reducing brightness slightly, and to turn off the power 
whenever the unit is not in use. 


Handling and Maintenance of the 
Screen 

The surface of the screen is specially coated to reduce 
image reflection. Make sure to observe the following 
points as improper maintenance procedures may impair 
the screen's performance. In addition, the screen is 
vulnerable to damage. Do not scratch or knock against it 
using a hard object. 

• Be sure to disconnect the AC power cord from the AC 
outlet before performing maintenance. 

• The surface of the screen is specially coated. Do not 
attach adhesive objects, such as stickers, on it. 

• The surface of the screen is specially coated. Do not 
touch the screen directly. 

• Wipe the screen surface gently with the supplied 
cleaning cloth or a soft dry cloth to remove dirt. 

• Stubborn stains may be removed with the supplied 
cleaning cloth, or a soft cloth slightly dampened with 
a mild detergent solution. 

• The screen may become scratched if the cleaning cloth 
is dusty. 

• Never use strong solvents such as alcohol, benzene, 
thinner, acidic or alkaline detergent, detergent with 
abrasives, or chemical wipe as these may damage the 
screen. 

• Use a blower to remove dust from the screen surface. 


On Dew Condensation 

If the viewfinder is moved suddenly from a cold place to 
a warm place, or used in a room with high humidity, 
water droplets may form on the interior of the product. 
This phenomenon is known as dew condensation. 

This product does not come with a feature that warns 
users of dew condensation. If water droplets are found 
on the casing, turn off the power, and wait until the 
condensation disappears before using. 


On Repacking 

Do not throw away the carton and packing materials. 
They make an ideal container which to transport the 
unit. 


On Mounting on a Rack 

Leave lU space empty above and below the monitor to 
ensure adequate air circulation or install a fan to 
maintain the monitor’s performance. 

If you have any questions about this unit, contact your 
authorized Sony dealer. 


Disposai of the Unit 

Do not dispose of the unit with general waste. 

Do not include the monitor with household waste. 
When you dispose of the monitor, you must obey the 
law in the relative area or country. 


On Fan Error 

The fan for cooling the unit is built in. When the fan 
stops and the (!) (standby) switch indicator on the front 
panel flashes in green and amber for fan error indication, 
turn off the power and contact an authorized Sony 
dealer. 


On AC Adaptor Terminai 

The AC adaptor terminal of this unit (the connector for 
AC adaptors) is a consumable part. 

The unit may not operate properly if the pins of the AC 
adaptor terminal are bent or deformed by shock or 
vibrations, or if they become corroded due to prolonged 
outdoor use. 

Periodic inspections are recommended to keep the unit 
working properly and to prolong its usable lifetime. 
Contact your dealer or a Sony service representative for 
more information about inspections. 


Precaution 
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Features 


The PVM-740 Professional Video Monitor is a 7.4 type 
OLED panel monitor for broadcast or business use, 
featuring a precise image and high performance. 

This not only achieves high quality picture by the OLED 
panel but is also small and lightweight, and accepts a 
variety of input signals, making it useful in a variety of 
applications, such as an indoor/outdoor shooting, live 
production, editing, research and development. 

Advantages of OLED panel technology 

The OLED panel makes use of an organic material, 
which emits light when an electric current is applied. 
Being self-emitting, the strength of luminescence can be 
controlled by the amount of electric current. This brings 
about the following three features: 

Quick motion picture response: 

The luminescent state of the OLED panel can be 
changed instantaneously by changing the current flow in 
the organic material. This enables a quick motion 
picture response and production of images with minimal 
blurring and ghosting. Eurthermore, performance for 
shooting on location is not influenced by changes in 
environmental temperature. 

High contrast and wide dynamic range: 

The OLED panel does not emit light when black signal 
is applied to the monitor, enabling a pure black screen to 
be displayed. Eurthermore, thanks to high peak 
brightness the panel impressively displays brilliance and 
clarity of various sparkling images, such as stars in a 
night sky twinkling, night illuminations winking or 
glass glittering, etc. 

Rich color reproduction: 

An OLED panel's self-luminescence also allows for 
great color reproduction across the entire spectrum in 
practically any shade or brightness. 

Sony's Super Top Emission^) OLED panel 

The 7.4 type Quarter HD (960x540) OLED panel 
features Sony's Super Top Emission structure. Unlike 
the conventional bottom emission structure of TET, 
Sony's OLED panel can reproduce a crisper image due 
to high brightness. Eurthermore, a unique microcavity 
structure makes RGB primary colors purer and deeper 
by utilizing light resonance effects that magnify 
optimum light wave lengths and diminish undesired 
light wave lengths. 

The panel's 10-bit driver enables smooth gradation of 
color shading. 

0 “SUPER TOP EMISSION” is a trademark that represents the 
OLED technology of Sony Corporation. 


Multi-format 

The monitor supports video, HDMI SDI (3G/HD/SD) 
signals and NTSC/PAL color systems. 

For more information, see “Available signal formats” 
on page 65. 

HDMI, the HDMI logo and High-Definition Multimedia 
Interface are trademarks or registered trademarks of HDMI 
Licensing LLC. 

Color space function 

Sony's “ChromaTru” technology brings to you 
broadcast standard (ITU-R BT.709/EBU/SMPTE-C) 
color space settings. You can contrast the images of the 
monitors placed on monitor wall mount or rack mount. 
Setting the color space function to off reproduces the 
image in the original wide color space of OLED. 

Proprietary feedback circuit 

Automatic monitoring and feedback of emitted light and 
color variation enables stable, long-term color 
reproduction. This self-correcting feature minimizes the 
need for user- adjustment of color settings. 

Strong, slim and lightweight 

The strong, slim, and lightweight design of the 
aluminum die-cast chassis makes the monitor suitable 
for use with rack mounts or as a portable monitor. This 
reduces the weight burden on an outdoor broadcasting 
van, and allows for a wider working space. 

Use the light intercepting hood, connector protector and 
carrying handle (optional Sony VE-510 Monitor ENG 
Kit) for outdoor use. 

Removable screen's protection plate 

You can attach and detach the screen’s protection plate 
easily with the four screws. 

Monitor stand 

You can set the monitor display in 15° by using the 
stand. 

Two power systems 

This unit can also be operated by DC 12V or its 
exclusive AC adaptor. The AC adaptor can be mounted 
on the rear of the monitor for easy use. 

Camera focus 

This function sharpens the edges of the image more than 
the amount set by the upper limit of the aperture value in 
the USER CONTROL menu. 

This is convenient for focusing with the camera. 
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Features 


Input signal waveform and audio level display 

The waveform of the input signal or the audio level 
(embedded audio only) can he displayed. 

For more information, see SUB INPUT SELECT of 
“WFM/ALM ( waveform monitor and audio level meter) 
DISPLAY SETTING” on page 57. 

Screen saver 

To reduce hurn-in, the brightness of the screen can be 
automatically decreased when a still image is displayed 
for more than 10 minutes. 

Silent mode 

You can stop the built-in cooling fan. This function is 
convenient for stopping the noise of the fan rotation. 

Flip HV 

The image can be flipped vertically, horizontally, or 
vertically and horizontally with no signal interruption. 

For more information, see FLIP HV of "FUNCTION 
BUTTON SETTING" on page 59. 

Rack mount monitors 

Using the optional MB -5 31 Mounting Bracket, up to 
two monitors may be mounted on the EIA-standard 19- 
inch rack. A height of 4U space-saving design allows 
more equipment to be installed in tight space, such as an 
outdoor broadcasting van. 

External remote function 

The input signal is selected or various items are adjusted 
by use of the serial (Ethernet) remote function. Up to 32 
monitors and control units (max. 4) can be connected by 
the Ethernet (lOBASE-T/lOOBASE-TX) connection 
and controlled remotely on the network. You can 
control individual monitors or monitor groups simply by 
entering the monitor ID or group ID number. You can 
also execute the same operation on all connected 
monitors, or put all connected monitors into the same 
setup and adjustment state. 

For more information, see SERIAL REMOTE of 
REMOTE menu on page 60. 

Refer to the Operation Manual of the BKM-I5R Monitor 
Control Unit. 

Select color temperature mode 

You can select the color temperature from among two 
settings (9300 K, 6500 K). 

Auto chroma/phase function 

The chroma and phase of the decoder are automatically 
adjusted with the auto chroma/phase function. 


Blue only mode 

In the blue only mode, a monochrome display is 
obtained with all three of the R/G/B picture elements 
driven with a blue signal. This mode is convenient for 
chroma and phase adjustments and monitoring of signal 
noise. 

H/V delay mode 

The horizontal and vertical sync signals can be 
monitored simultaneously. 

Select marker/scan display 

Various items for broadcast use can be displayed. 

The center marker, aspect marker or display size (scan), 
etc are displayed by selecting according to use. 

For more information, see ‘‘MARKER SETTING” on 
page 56 and SCAN of ‘‘FUNCTION BUTTON 
SETTING” on page 58. 

Scan setting/native display 

When video signals are input, you can set the display 
size to 0% scan (normal) or 5% over scan (over). 

A native display function that maps the pixel of the 
signal to the panel in one-to-one mode is also equipped. 
With this, scaling to correct the screen aspect ratio is 
done to the horizontal direction of SD signals with non- 
square pixels (number of horizontal pixels of the signal 
system is 720 or 1440) or 640 x 480 SD signal of HDMI 
video. 

On-screen menus 

You can set the appropriate settings according to the 
connected system by using the on-screen menus. 

Select language display 

You can select from seven display languages, English, 
Erench, German, Spanish, Italian, Japanese and 
Chinese. 

Key inhibit function 

You can inhibit a key function to prevent misoperation. 

Monaural speaker 

The monitor has a monaural speaker to reproduce sound. 


Features 
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Location and Function of Parts and Controis 


Front Panel 
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O Tally lamp 

You can check the status of the monitor hy the color of 
the tally lamp. 

The tally lamp lights in red, green or amher according to 
the setting of PARALLEL REMOTE in the REMOTE 
menu. 

© Protection plate 

You can detach the protection plate hy removing the 
four screws. 

© Cl (headphones) jack 

The audio signal which is selected hy the input select 
button is output in stereo sound. 

O Speaker 

The audio signal which is selected hy the input select 
button is output in monaural sound (L + R). 

When SDI signals are input, the audio signal of the 
channel which is selected in AUDIO SETTING of the 
USER CONEIG menu is output (see page 55). 

The audio signals from the speaker are output from the 
AUDIO OUT connector on the rear (see page 46). 
Audio signals will not be output when headphones are 
connected to the 0 jack. 


0 Stand 

Pull the stand toward you to tilt the monitor screen by 
15°. When using the optional VP-5 10 Monitor ENG Kit, 
set the stand at positions B and C. (see “Using the stand” 
on page 45). 

O Input select buttons 

Press to monitor the signal input to each connector. 
SDI button: to monitor the signal through the SDI IN 
connector 

HDMI button: to monitor the signal through the 
HDMI connector 

COMPOSITE button: to monitor the signal through 
the COMPOSITE IN connector 

© Function buttons 

You can turn the assigned function on or off. 

The factory setting is as follows; 

FI button: BRIGHTNESS 
F2 button: CONTRAST 
F3 button: CHROMA 
F4 button: SCAN 
F5 button: HW DELAY 
F6 button: VOLUME 
F7 button: I/P MODE 

You can assign various functions in PUNCTION 
BUTTON SETTING of the USER CONEIG menu. 
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Location and Function of Parts and Controis 


Press the button BRIGHTNESS, CONTRAST, 
CHROMA, or VOLUME function assigned to display 
the adjustment screen. Press the same button again, and 
the adjustment screen disappears, but you can adjust the 
value without the setting value display. 

For details of the function assigned to the function 
button, see page 58. 

O Menu operation buttons 

Displays or sets the on-screen menu. 

Menu selection control 

When the menu is displayed, turn the control to select 
a menu item or setting value, and then press the 
control to confirm the setting. 

To light up the characters that represent the 
names of the buttons 

When the menu is not displayed, press the menu 
selection control. Press it again to turn off the lights. 

ENTER button 

Press to confirm a selected item on the menu. 

When the menu is not displayed, press the button to 
display the distinguished signal format. 

RETURN button 

When the menu is displayed, press the button to reset 
the value of an item to the previous value (except 
some items). 

When the menu is not displayed, press the button to 
display the names of the functions selected in 
EUNCTION BUTTON SETTING of the USER 
CONEIG menu in the lower left of the screen. 

MENU button 

Press to display the on-screen menu. 

Press again to clear the menu. 

O Ci) (standby) switch and indicator 

Press to turn on the power when this unit is in standby 
mode. The indicator lights in green. Press the switch 
again to set the monitor in standby mode. The indicator 
goes out. If a temperature increase occurs inside the unit 
when using the unit in a high temperature environment, 
in SILENT MODE, or when a fan error occurs, the 
indicator flashes in green and amber alternately. In 
power saving mode, it lights in amber. 


Using the stand 

Pull the stand toward you to tilt the monitor screen by 
15°. 



The mounting position of the stand can be changed. 
Move the mounting screws on the underside of the stand 
to positions A and C, or positions B and C. 


A C B 



A and C: Sets the stand towards the back. 

B and C: Sets the stand towards the front. 

When using the optional VP-510 Monitor ENG Kit, set 
the stand at positions B and C. 


Location and Function of Parts and Controis 
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Rear/Bottom Panel 



O SDI (3G/HD/SD) input and output connectors 
(BNC) 

IN connector 

Input connector for serial digital component signals. 

OUT connector 

Output connector for serial digital component signals. 


Note 


The signal from the OUT connector does not satisfy 
the ON-LINE signal specifications. 

0 COMPOSITE input and output connectors 
(BNC) 

IN connector 

Input connector for composite video signals or audio 
signals. 

OUT connector 

Loop-through output connector. 


Note 


When inputting a video signal with the jitters, etc. the 
picture may he disturbed. We recommend using the 
TBC (time base corrector). 

0 AUDIO input and output connectors (stereo 
mini jack) 

IN connector 

Connect to the audio outputs of external equipment 
such as a VCR. 


OUT connector 

Outputs the audio signal which is selected by the input 
select button on the front panel. 

When SDI signal is selected, the audio signal of the 
channel which is selected in AUDIO SETTING of the 
USER CONEIG menu is output. 

O PARALLEL REMOTE connector (modular 
connector, 8-pin) 

Eorms a parallel switch and controls the monitor 
externally. 

For details on the pin assignment and factory setting 
function assigned to each pin, see page 64. 

CAUTION 

Eor safety, do not connect the connector for peripheral 
device wiring that might have excessive voltage to this 
port. Eollow the instructions for this port. 

ATTENTION 

Par mesure de securite, ne raccordez pas le connecteur 
pour le cablage de peripheriques pouvant avoir une 
tension excessive a ce port. Suivez les instructions pour 
ce port. 

VORSICHT 

Aus Sicherheitsgrunden nicht mit einem 
Peripheriegerat- Anschluss verbinden, der zu starke 
Spannung fiir diese Buchse haben kdnnte. Eolgen Sie 
den Anweisungen fiir diese Buchse. 
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Location and Function of Parts and Controis 






O SERIAL REMOTE connector (RJ-45) 

Connect to the network or Sony BKM-15R Monitor 
Control Unit by using a lOBASE-T/lOOBASE-TX LAN 
cable (shielded type, optional). 

For details, refer to the Interface Manual for 
Programmers (saved in the supplied CD-ROM, 
Japanese and English only). 

CAUTION 

• Eor safety, do not connect the connector for peripheral 
device wiring that might have excessive voltage to this 
port. Eollow the instructions for this port. 

• The connection speed may be affected by the network 
system. This unit does not guarantee the 
communication speed or quality of lOBASE-T/ 
100BASE-TX. 

ATTENTION 

Par mesure de securite, ne raccordez pas le connecteur 
pour le cablage de peripheriques pouvant avoir une 
tension excessive a ce port. Suivez les instructions pour 
ce port. 

VORSICHT 

Aus Sicherheitsgriinden nicht mit einem 
Peripheriegerat- Anschluss verbinden, der zu starke 
Spannung fiir diese Buchse haben konnte. Eolgen Sie 
den Anweisungen fiir diese Buchse. 

O HDMI input connector 

Input connector for HDMI signals. 

HDMI (High-Definition Multimedia Interface) is an 
interface that supports both video and audio on a single 
digital connection, allowing you to enjoy high quality 
digital picture and sound. The HDMI specification 
supports HDCP (High-bandwidth Digital Content 
Protection), a copy protection technology that 
incorporates coding technology for digital video signals. 


dD I2V jack (XLR-type, 4-pin) 

Connects the DC 12V external power source to use the 
monitor. 


Note 


Use HDMI compliant cable (optional) with HDMI logo. 

O EJECT button 

While sliding this button, remove the AC adaptor. 

O Tripod socket hole (I/4-20UNC, 3/8-I6UNC) 

When using a tripod, secure it to the monitor with this 
hole. 

O AC adaptor attachment 

The monitor can also be operated with AC power by 
attaching the AC adaptor. 

CAUTION 

Eor safety, use only the Sony AC adaptor listed below. 

• AC power using the AC-940W AC Adaptor 


Location and Function of Parts and Controis 
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Installing to the Rack 
(Using MB-531) 

You can attach up to two monitors to the rack hy using 
the optional MB-531 Mounting Bracket. 

1 Attach the mounting bracket to the monitor. 

For details on attaching the mounting bracket, 
refer to the Mounting Instructions of the MB-531. 

2 Attach the unit to the rack with four screws. 


Note 


The screws are not supplied. Prepare screws according 
to the rack. 



Power Supply 


Attaching the AC Adaptor 

Attaching 




CAUTION 

• The AC adaptor can he used only with products 
specified hy the manufacturer. 

•To remove the AC adaptor, first unplug the AC power 
cord and then remove the AC adaptor. 

• Do not carry the monitor hy holding the AC adaptor. 
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Installing to the Rack (Using MB-531) / Power Supply 





Connecting the AC Power Cord 

Attach the AC adaptor to the monitor, and then connect 
the supplied AC power cord. 


Selecting the Default 
Settings 



When you turn on the unit for the first time after 
purchasing it, select the area where you intend to use this 
unit from among the options. 

The default setting values for each area 




COLOR 

TEMP 

NTSC 

SETUP 

COLOR 

SPACE 

©NORTH AMERICA 

D65 

7.5 

SMPTE-C 

©LATIN AMERICA 

ARGENTINA 

D65 

0 

EBU 

PAL&PAL-I\I 

PARAGUAY 

D65 

0 

EBU 

AREA 

URUGUAY 

D65 

0 

EBU 

l\ITSC&PAL-M 

AREA 

OTHER AREA 

D65 

7.5 

SMPTE-C 

©AFRICA AUSTRALASIA 

EUROPE MIOOLE-EAST 

D65 

0 

EBU 

©ASIA EXCEPT 

NTSC AREA 

D65 

7.5 

SMPTE-C 

JAPAN 

PAL AREA 

D65 

0 

EBU 

©JAPAN 

D93 

0 

EBU 


Selecting the Default Settings 
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® If LATIN AMERICA is selected: 



1 Press the ( 1 ) (standby) switch. 

The unit is turned on and the SELECT SETTING 
screen appears. 



©North America 


LATIN AMER I CA 


AFRICA AUSTRALAS I 
AS I A EXCEPT J APAt 
JAPAN 


j'-®Latil 


Latin America 


-©Africa, Australia/New 
ZealanrJ, Europe, 
Miriifie East, Russia 


-©Asia Except Japan 
-©Japan 


Turn the menu selection control to select the area 
where you intend to use the unit and press the menu 
selection control or the ENTER button. 


If you select either d) or (D 

The confirmation screen is displayed. Confirm the 
selected area. When the setting is wrong, press the 
RETURN button to return to the previous screen. 


SELECT THIS AREA? 
NORTH AMERICA 

[ENTER]YES 

[RETURNING 


If you select either (D or @ 

One of the following screens appears. Turn the 
menu selection control to narrow the area further 
and then press the menu selection control or the 
ENTER button. 

The confirmation screen is displayed. Confirm the 
selected area. 

If the setting is wrong, press the RETURN button to 
return to the previous screen. 


PAL&PAL-N area 



Argentina 

Paraguay 

Uruguay 


NTSC&PAL-M area 
Other area 


0 If ASIA EXCEPT JAPAN is selected: 

Customers who will use this unit in the shaded 
areas shown in the map below should select NTSC 
AREA. 

Other customers should select PAL AREA. 



IAS 1 A 

EXCEPT JAPAN 


NTSC 

AREA 


PAL 






NTSC area 


PAL area 


3 Press the menu selection control or the ENTER 
button. 

The SELECT SETTING screen disappears and the 
menu item settings suitable for the selected area are 
applied. 


Note 


When you have selected the wrong area, set the 
following items using the menu. 

• COLOR TEMP (on page 54) 

• NTSC SETUP (on page 56) 

• COLOR SPACE (on page 54) 

See “The default setting values for each area” (page 49) 
on the setting value. 
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Selecting the Default Settings 






Selecting the Menu 
Language 

You can select one of seven languages (English, French, 
German, Spanish, Italian, Japanese, Chinese) for 
displaying the menu and other on-screen displays. 
“ENGLISH (English)” is selected in the default setting. 
The current settings are displayed in place of the ■ 
marks on the illustrations of the menu screen. 




O 0 

noooBBOOOOOO en HCM COMEVSTE FI PI F> PS Fe F7 

©lliil 000 0000000 

ENTER R£HJF« MENU “I 

U □ 0 0 non 

1 

1 





3~5 



R RETURN MENU 

IDEp 

2 

\ 

• Ci) 

1 

J 


1 Turn on the unit. 

2 Press the MENU button. 

The menu appears. 

The menu presently selected is shown in yellow. 


STATUS 1/2 


IBl 

FORMAT ■ 


[S 

ai 

e 

COLOR TEMP 

■■■ 

HDMI FORMAT 

NTSC SETUP 

■ 

la 

SCAN MODE 


On 

POWER SAVING 

■■ 

I/P MODE 



3 Turn the menu selection control to select SYSTEM 
SETTING of the USER CONFIG (user 
configuration) menu, then press the menu selection 
control or the ENTER button. 


The setting items (icons) in the selected menu are 
displayed in yellow. 


USER CONFIG - SYSTEM SETTING 


NTSC SETUP: 

■ 

ti] 

FORMAT DISPLAY: 
LANGUAGE: 

POWER SAVING: 

■■■■ 

ENGLISH 

■■■ 

e 

I/P MODE: 


a 

LED BRIGHTNESS: 

■ 

On 

RGB RANGE: 

SCREEN SAVER: 

■■ 


4 Turn the menu selection control to select 

“LANGUAGE”, then press the menu selection 
control or the ENTER button. 

The selected item is displayed in yellow. 


USER CONFIG - SYSTEM SETTING I 


NTSC SETUP: 

■ 

S] 

FORMAT DISPLAY: 

■■■■ 

LANGUAGE: 

ENGLISH 1 

IkJ 

POWER SAVING: 

■■■ 

e 

a 

On 

I/P MODE: 

LED BRIGHTNESS: 

RGB RANGE: 

■ 

SCREEN SAVER: 

■■ 


5 Turn the menu selection control to select a 

language, then press the menu selection control or 
the ENTER button. 

The menu changes to the selected language. 


USER CONFIG - SYSTEM SETTING 

[H 

NTSC SETUP: 

■ 

a 

[E 

FORMAT DISPLAY: 

■■ 

LANGUAGE: 

ENGLISH 

POWER SAVING: 

■■ 

e 

I/P MODE: 


a 

LED BRIGHTNESS: 

■ 

On 

RGB RANGE: 

SCREEN SAVER: 

■■ 


To clear the menu 

Press the MENU button. 

The menu disappears automatically if a button is not 
pressed for one minute. 


Selecting the Menu Language 
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Using the Menu 


The unit is equipped with an on-screen menu for making 
various adjustments and settings such as picture control, 
input setting, set setting change, etc. You can also 
change the menu language displayed in the on-screen 
menu. 

To change the menu language, see “Selecting the Menu 
Language” on page 51. 

The current settings are displayed in place of the ■ 
marks on the illustrations of the menu screen. 



1 Press the MENU button. 

The menu appears. 

The menu presently selected is shown in yellow. 


STATUS 1/2 


IBI 

E 

[E 

FORMAT ■ 

COLOR TEMP 

HDMI FORMAT 

■■■ 

S 

NTSC SETUP 

■ 

0 

SCAN MODE 


O-n 

POWER SAVING 

I/P MODE 

■■ 


Turn the menu selection control to select a menu, 
then press the menu selection control or the ENTER 
button. 


The menu icon presently selected is shown in 
yellow and setting items are displayed. 


USER CONFIG - SYSTEM SETTING 

i§ 

NTSC SETUP: 

■ 

E 

E 

FORMAT DISPLAY: 

■■ 

LANGUAGE: 

ENGLISH 

POWER SAVING: 

■■ 

e 

I/P MODE: 1 


E 

LED BRIGHTNESS: 

■ 

O-n 

RGB RANGE: 

SCREEN SAVER: 

■■ 


3 Select an item. 

Turn the menu selection control to select the item, 
then press the menu selection control or the ENTER 
button. 

The item to be changed is displayed in yellow. 

If the menu consists of multiple pages, turn the 
menu selection control to go to the desired menu 
page. 

4 Make the setting or adjustment on an item. 

When changing the adjustment level: 

To increase the number, turn the menu selection 
control right. 

To decrease the number, turn the menu selection 
control left. 

Press the menu selection control or the ENTER 
button to confirm the number, then restore the 
original screen. 

When changing the setting: 

Turn the menu selection control to change the 
setting, then press the menu selection control or the 
ENTER button to confirm the setting. 

When returning the adjustment or setting to the 
previous value: 

Press the RETURN button before pressing the 
menu selection control or the ENTER button. 


Notes 


• An item displayed in black cannot be accessed. 
You can access the item if it is displayed in white. 

• If the key inhibit has been turned on, all items are 
displayed in black. To change any of the items, 
turn the key inhibit to OEE first. 

For details on the key inhibit, see page 61. 


To return the display to the previous 
screen 

Press the RETURN button. 
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Adjustment Using the 
Menus 


To clear the menu 

Press the MENU button. 

The menu disappears automatically if a button is not 
pressed for one minute. 


About the memory of the settings 

The settings are automatically stored in the monitor 
memory. 


Items 

The screen menu of this monitor consists of the 
following items. 


STATUS (the items indicate the 
current settings.) 

FORMAT 
COLOR TEMP 
HDMI FORMAT 
NTSC SETUP 
SCAN MODE 
POWER SAVING 
UP MODE 

Model name and serial number 

® COLOR TEMP/SPACE 

COLOR TEMP 
MANUAL ADJUSTMENT 
COLOR SPACE 

[C USER CONTROL 

SUB CONTROL 
AUTO CHROMA/PHASE 
PICTURE CONTROL 
INPUT SETTING 

S USER CONFIG 

SYSTEM SETTING 
NTSC SETUP 
FORMAT DISPLAY 
LANGUAGE 
POWER SAVING 
UP MODE 
LED BRIGHTNESS 
RGB RANGE 
SCREEN SAVER 
MARKER SETTING 
MARKER ENABLE 
MARKER SELECT 
CENTER MARKER 
MARKER LEVEL 
MARKER MAT 

WFM/ALM (waveform monitor and audio level 
meter) DISPLAY SETTING 
WFM/ALM 
WFM/ALM SELECT 
POSITION 

FUNCTION BUTTON SETTING 


Adjustment Using the Menus 
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FI BUTTON 
F2 BUTTON 
F3 BUTTON 
F4 BUTTON 
F5 BUTTON 
F6 BUTTON 
F7 BUTTON 
AUDIO SETTING 
SDI AUDIO SETTING 

0 REMOTE 

PARALEEE REMOTE 
SERIAE REMOTE 

On KEY INHIBIT 

KEY INHIBIT 


Adjusting and Changing the 
Settings 

STATUS menu 

The STATUS menu is used to display the current status 
of the unit. The following items are displayed: 


STATUS 1/2 


|g| 

[E 

FORMAT ■ 

COLOR TEMP 

HDMI FORMAT 

■■■ 

a 

NTSC SETUP 

■ 

0 

SCAN MODE 


O-n 

POWER SAVING 

I/P MODE 

■■ 


STATUS 2/2 





E 


a 


0 


o-n 



® COLOR TEMP/SPACE menu 

The COLOR TEMP/SPACE menu is used for adjusting 
the picture white balance or color space. 

You need to use the measurement instrument to adjust 
the white balance. 

Recommended: Konica Minolta color analyzer CA-210 


COLOR TEMP/SPACE 


He] 

COLOR TEMP: 1 


IbI 

E 

a 

MANUAL ADJUSTMENT 
ADJUST GAIN: 

ADJUST BIAS: 


0 

COPY FROM: 

■■■ 

Oti 

COLOR SPACE: 

■ 


Submenu 

Setting 

COLOR TEMP 

Selects the color temperature from 
among D65, D93 and USER 
setting. 

MANUAL 

If you set the COLOR TEMP to 

ADJUSTMENT 

USER setting, the item displayed is 
changed from black to white, which 
means you can adjust the color 
temperature. 

The set values are memorized. 

• ADJUST GAIN: Adjusts the 

color balance (GAIN). 

• ADJUST BIAS: Adjusts the 

color balance (BIAS). 

• COPY FROM: If you select D65 

or D93, the white balance 
data for tbe selected color 
temperature will be copied 
in the USER setting. 

COLOR SPACE 

Selects the color space from among 
EBU, SMPTE-C, ITU-709 and 

OFE. OEE sets the color space to 
the original color reproduction of 
the panel. 


[E USER CONTROL menu 

The USER CONTROL menu is used for adjusting the 
picture. 

Items that cannot be adjusted depending on the input 
signal are displayed in black. 


• Signal format 

• Color temperature 

• HDMI format 

• NTSC setup 

• Scan mode 

• Power saving 

• UP mode 

• Model name and serial number 


For details of input signal and adjustable / setting items, 
see page 62 . 
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USER CONTROL 1/3 
[El 

m 

m 

a 

la 

O-n 


SUB CONTROL 


APERTURE: 

■ 

VOLUME: 

■ 


USER CONTROL 2/3 
(Ei I AUTO CHROMA/PHASE 



I USER CONTROL 3/3 I 

@1 

1 PICTURE CONTROL 


la 

ACC: ■■ 

CTI: 

■ 

a 

V SHARPNESS: 

■ 

a 



la 

INPUT SETTING 



SHIFT H: 

■■■ 


SHIFT V: 

■■ 


Submenu Setting 

PICTURE CONTROL Adjusts the picture. 

• ACC (Auto Color Control): 

Sets ACC circuit on or off. 
To check the fine 
adjustment, select OFF. 
Normally select ON. 

• CTI (Chroma Transient 

Improvement): When a low 
color resolution signal is 
input, a crisp image can be 
displayed. When the setting 
is higher, the picture 
becomes even more crisp. 

• V SHARPNESS: A crisp image 

can be displayed. When the 
setting is higher, the picture 
becomes even more crisp. 

INPUT SETTING • SHIFT H: Adjusts the position of 

the picture. As the setting 
increases, the picture moves 
to the right, and as the 
setting decreases, the picture 
moves to the left. 

• SHIFT V: Adjusts the position of 

the picture. As the setting 
increases, the picture moves 
up, and as the setting 
decreases, the picture moves 
down. 


Submenu Setting 

SUB CONTROL • APERTURE: Adjusts the picture 

sharpness. 

The higher the setting, the 
sharper the picture. The 
lower the setting, the softer 
the picture. APERTURE 
does not work when the 
camera focus function is 
activated. 

• VOLUME: Adjusts the volume. 

AUTO CHROMA/ Adjusts color intensity (CHROMA) 

PHASE and tones (PHASE). 

• AUTO ADJ VALUE: Selects 

ON or OFF of the auto 
adjustment. When you set 
to OFF, this parameter is 
reset to the factory setting. 
When you set to ON, the 
automatically adjusted value 
is enabled. 

• START: The auto adjustment 

starts when you display the 
color bar signals (Full/ 
SMPTE/EIA) on the screen 
and press the ENTER 
button. After adjusting the 
color intensity, press the 
MENU button to clear the 
adjustment screen. After the 
adjustment is done con'ectly, 
the AUTO ADJ VALUE is 
automatically set to ON. 


S USER CONFIG menu 

The USER CONFIG menu is used for setting the 
system, marker, WFM/ALM display, function button, 
and audio. 


USER CONFIG 

[H 

SYSTEM SETTING: 


MARKER SETTING: 

a 

WFM/ALM DISPLAY SETTING: 

FUNCTION BUTTON SETTING: 

m 

AUDIO SETTING: 

a 


O-n 



SYSTEM SETTING 


1 USER CONFIG - SYSTEM SETTING 

a 

NTSC SETUP: 

■ 

a 

a 

FORMAT DISPLAY: 

■■ 

LANGUAGE: 

ENGLISH 

POWER SAVING: 

I/P MODE: ■! 

LED BRIGHTNESS: 

RGB RANGE: 1 

■■ 

■ 

a 

a 

O-n 

SCREEN SAVER: 

■■ 
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Submenu Setting 

NTSC SETUP Selects the NTSC setup level from 

two modes. 

The 7.5 setup level is used mainly 
in North America. The 0 setup level 
is used mainly in Japan. 

FORMAT DISPLAY Selects the display mode of the 

signal format and scan mode. 

• OFF: The display is hidden. 

• AUTO: The format and scan 

mode are displayed for 
about 10 seconds when the 
input of the signal starts. 

LANGUAGE Selects the menu or message 

language from among seven 
languages. 

• ENGLISH: English 

• FRANQAIS: French 

• DEUTSCH: German 

• ESPANOL: Spanish 

• ITALIANO: Italian 

• : Japanese 

• cp : Chinese 

POWER SAVING Sets the power saving mode on or 

off. When you set to ON, the 
monitor goes into power saving 
mode if no signal is input for about 
one minute. 

I/P MODE (picture delay Selects to set the delay by the 
minimum) picture processing to the minimum 

level when the interlace signal is 
input. 

• INTER-EIELD: Mode for 

giving precedence to the 
picture quality. Performs 
interpolation depending on 
the movement of the images 
between the fields. It takes 
longer than “FIELD 
MERGE” or “LINE 
DOUBLER” for processing 
the picture. “INTER- 
FIELD” is the factory 
setting. 

• EIELD MERGE: The 

processing time is shorter. 
Combines the lines in the 
odd fields and even fields 
alternately regardless of the 
movement of images. 
Suitable for viewing still 
images. 

• LINE DOUBLER: The 

processing time is shorter. 
Performs interpolation by 
repeating each line in the 
data receiving sequence 
regardless of the field. As 
the line flicker is displayed 
in this mode, it is available 
for checking the line flicker 
of the telop work and so on. 


Submenu 

Setting 

LED BRIGHTNESS 

Sets the brightness of the LED of 


the buttons. 


• 0: The LED becomes brighter. 


• 1: The LED becomes darker. 


RGB RANGE Sets the black level and white level 

for the RGB format of HDMI 
signals. 

• EULL: 0 (black level) to 255 

(white level) 

• LIMITED: 16 (black level) to 

235 (white level) 

SCREEN SAVER Sets the screen saver function on or 

off. 

• ON: If a still image is displayed 

for more than 10 minutes, 
the brightness of the screen 
is automatically decreased to 
reduce bum-in. The screen 
returns to normal brightness 
when you input an image to 
the unit or operate the 
buttons on the front panel of 
the unit. While the screen 
saver is activated, the LED 
of the selected input select 
button flashes. (To decrease 
the brightness of the LED, 
see “LED BRIGHTNESS” 
on page 56.) This is the 
factory setting. 

• OEE : The screen saver function 

is deactivated. 


MARKER SETTING 


USER CONFIG - MARKER SETTING 

[h 
E] 

CE 

e 
0 

O-n 


MARKER 

ENABLE: 


MARKER 

SELECT: 

■ ■■ 

CENTER 

MARKER: 

■ ■ 

MARKER 

LEVEL: 

■ 

MARKER 

MAT: 

■ ■■ 


Submenu Setting 

MARKER ENABLE Selects ON to display the marker 

and OFF not to display. 


Note 


When NATIVE is selected in the 
SCAN setting, the marker is not 
displayed. 

To display the marker, select a 
setting other than NATIVE. 
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Submenu Setting 

MARKER SELECT Selects the aspect ratio according to 

the film, when the frame of the film 
is displayed on the screen. 

When 16:9 aspect ratio is selected 
with the button which the aspect 
function is assigned 

You can select from among 
4:3, 15:9, 14:9, 13:9, 1.85:1, 
2.35:1, 1.85:1 & 4:3 and 
OFF. 

When 4:3 aspect ratio is selected 
with the button which the aspect 
function is assigned 

You can select 16:9 or OFF. 

CENTER MARKER Selects ON to display the center 

mark of the picture and OFF not to 
display. 

MARKER LEVEL Sets the luminance to display the 

MARKER SELECT and CENTER 
MARKER. Two settings (1 or 2) 
are available. When the setting is 
low, the marker is displayed dark. 

MARKER MAT Selects whether you put mat on the 

outside of the marker display. 

• OFF : No mat is put. 

• HALF : Gray mat is put. 


WFM/ALM (waveform monitor and audio 
level meter) DISPLAY SETTING 



Submenu Setting 

WFM/ALM Selects ON to display the WFM/ALM 

display and OFF not to display. 


Note 


When the WFM/ALM display is 
enabled, the marker display is not 
available. 


Submenu Setting 

WFM/ALM • WFM: A waveform monitor is 

SELECT displayed. 

• ALM: An audio level meter is 
displayed. 

When WFM is selected, the waveform 
and audio level are displayed. When 
ALM is selected, the audio level is 
displayed in eight channels. 

The audio levels of WFM or ALM are 
displayed when SDI signal is input. 
Select the displayed audio level channels 
in SDI AUDIO SETTING. 

The indications of the waveform (only 
when WFM is selected) and audio level 
signify as illustrated below, although the 
percentage of the waveform, units and 
values of the scale for the audio level do 
not appear on the display. 


When WFM is selected 


Waveform 


Audio level 


109%, 

100 %- 

75% ■ 

50% ■ 

25% ■ 



□ 

□ 



n 

" □ 



u 

□ 



n 

n 



1 

1 1 



1 

1 1 



1 

1 1 



1 

1 1 



1 

1 1 



1 

1 1 



1 

1 1 



1 

1 1 



1 

1 1 



1 

1 1 



1 

1 1 



1 

u 



1 

n 



1 

1 1 



1 

1 1 



1 

□ 



□ 





□ 

□ 


1 

2 - 


(dB) 

-OVER 

-0 


-10 


-20 


-30 


--60 
- -oo 


□ 


Channel number 

(The channel number which is selected in 
SDI AUDIO SETTING is displayed.) 


When ALM is selected 


Audio level 
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(Displayed in eight channels, including the channel 
which is selected in SDI AUDIO SETTING.) 
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Submenu Setting 

POSITION Sets the position of the WFM/ALM 

display. You can select from among 1 to 
4. 

• 1: Bottom left 

• 2: Bottom right 

• 3: Top right 

• 4: Top left 


MONO 

Press the button to display a monochrome picture. When 
the buttons is pressed again, the monitor switches 
automatically to color mode. 

MARKER 

Press the button to display the marker. Set the aspect 
marker in the MARKER SETTING menu (see page 56). 


FUNCTION BUTTON SETTING 


USER CONFIG - FUNCTION BUTTON SETTING 

[m 

[B 

a 
0 

On 


I I I I I 


F1 BUTTON: 


F2 BUTTON 
F3 BUTTON 
F4 BUTTON 
F5 BUTTON 
F6 BUTTON 
F7 BUTTON 


Submenu Setting 

FI BUTTON to F7 Assigns the function to the function 
BUTTON buttons of the front panel and turns the 

function on or off. 

You can assign the function from among 
SCAN, ASPECT, BLUE ONLY, 
MONO, MARKER, I/P MODE and 
WFM/ALM. 

Factory setting 


• 

FI button: BRIGHTNESS 

• 

F2 button: CONTRAST 

• 

F3 button: CHROMA 

• 

F4 button: SCAN 

• 

F5 button: H/V DELAY 

• 

F6 button: VOLUME 

• 

F7 button: I/P MODE 


About the function assigned to the 
function button 

SCAN 

Press the button to change the scan size of the picture. 
With every press of the button, the picture switches in 
the sequence NORMAL scan — ► OVER scan — ► 
NATIVE (see “Scan mode image” on page 59). 

ASPECT 

Press the button to set the aspect ratio of the picture, 4:3 
or 16:9. 


H/V DELAY 

Press the button to observe the horizontal and vertical 
sync signals at the same time. 

WFM/ALM 

Press the button to display the WEM/ALM display. Set 
the WEM/ALM display setting in the WEM/ALM 
DISPLAY SETTING menu (see page 57). 

BRIGHTNESS 

Press the button to adjust the picture brightness. Press 
the button to display the adjustment screen and adjust 
the picture brightness. Press again to hide the adjustment 
screen. However, the picture brightness remains 
adjustable. Turn the menu selection control right to 
increase the brightness and turn left to decrease it. 

CONTRAST 

Press the button to adjust the picture contrast. Press the 
button to display the adjustment screen and adjust the 
picture contrast. Press again to hide the adjustment 
screen. However, the picture contrast remains 
adjustable. Turn the menu selection control right to 
increase the contrast and turn left to decrease it. 

CHROMA 

Press the button to adjust the color intensity. Press the 
button to display the adjustment screen and adjust the 
color intensity. Press again to hide the adjustment 
screen. However, the color intensity remains adjustable. 
Turn the menu selection control right to increase the 
intensity and turn left to decrease it. 

VOLUME 

Press the button to adjust the volume. Press the button to 
display the adjustment screen and adjust the volume. 
Press again to hide the adjustment screen. However, the 
volume remains adjustable. Turn the menu selection 
control right to increase the volume and turn left to 
decrease it. 


BLUE ONLY 

Press the button to eliminate the red and green signals. 
Only blue signal is displayed as an apparent 
monochrome picture on the screen. This facilitates 
“chroma” and “phase” adjustments and observation of 
signal noise. 


I/P MODE 

Press the button to set the delay by the picture 
processing to the minimum level when interlace signal 
is input. The mode switches in the sequence INTER- 
EIELD — >• PILED MERGE — ► LINE DOUBLER with 
every press of the button (see “I/P MODE” on page 56). 
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PHASE 

Press the button to adjust the color tones. Press the 
button to display the adjustment screen and adjust the 
color tones. Press again to hide the adjustment screen. 
However, the color tones remain adjustable. Turn the 
menu selection control right to increase the green tone 
and turn left to increase the purple tone. 

APERTURE 

Press the button to adjust the picture sharpness. Press the 
button to display the adjustment screen and adjust the 
picture sharpness. Press again to hide the adjustment 
screen. However, the picture sharpness remains 
adjustable. Turn the menu selection control right to 
make the picture sharper and turn left to make the 
picture softer. 


Normal image FLIP H 


F 







=! 


FLIPV FLIPHV 


CAMERA FOCUS 

Press the button to confirm the camera focus. 
An image with sharpened edges is displayed. 

SILENT MODE 

Press the button to stop the built-in cooling fan. 


Note 


Stopping the fan will result in a temperature increase 
inside the unit, possibly shortening the life of the unit. 
When you use SILENT MODE, the picture contrast 
decreases to 30, and the indicator flashes in green and 
amber alternately to protect the interior circuit. This is 
not a malfunction. 

FLIP V 
FLIP H 
FLIP HV 

Press the button to flip the picture. 

You can assign the FLIP V, FLIP H, or FLIP HV 
function to the function buttons with no signal 
interruption. 


Note 


The format display flips with the picture. 

The flipped picture returns to normal when the on- 
screen menu is displayed. The picture automatically 
returns to the flipped picture when the on-screen menu 
disappears. 


Scan mode image 



720 X 540 


960 X 540 


> ^ 
O o 

IT) 


720 X 540 


16 



960 X 540 


Screen frame 


W ^ 
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960 X 540 
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[Z] REMOTE menu 



w 

> 

H 

< 

z; 



O Ph 
00 o 
^ oo 



646 X 487* (480i, 480P) 



768 X 540 (575i, 576P) 


The picture is scaled horizontally to display in an 
aspect ratio of 4:3. 

* Applies to SMPTE 259M 


AUDIO SETTING 



Submenu Setting 

SDI AUDIO SETTING Sets the audio channel when SDI 
signal is input. 

• 3G/HD/SD: Selects from among 
channels CHI to CHI 6, odd 
channel + even channel 
(CH1+CH2, 

CH3+CH4-CH15+CH16) 
and OEE. 

You can display the L/R audio 
levels of the selected channels on 
the display when the WEM/ALM 
display is enabled (see “WEM/ 
ALM (waveform monitor and audio 
level meter) DISPLAY SETTING” 
on page 57). 



Submenu Setting 

PARALLEL REMOTE Selects the PARALLEL REMOTE 
connector pins for which you want 
to change the function. 

You can assign various functions to 
1 to 4 pins and 6 to 8 pins. The 
following lists the functions you 
can assign to the pins. 

• (“ No function is 

assigned.) 

• COMPOSITE 

• SDI 

• HDMI 

• OVERSCAN 

• NORMAL 

• NATIVE 

• 4:3 

• 16:9 

• TALLY R 

• TALLY G 

• BLUE ONLY 

• MONO 

• IW DELAY 

• 16:9 MARKER 

• 15:9 MARKER 

• 14:9 MARKER 

• 13:9 MARKER 

• 1.85:1 MARKER 

• 2.35:1 MARKER 

• 1.85:1 & 4:3 MARKER 

• 4:3 MARKER 

• CENTER MARKER 

• MARKER MAT HALE 

• WEM/ALM 

• ELIPV 

• ELIPH 

• ELIPHV 


Notes 


■ If you use the PARALLEL 
REMOTE function, you need to 
connect cables. For more details, 
see page 64. 

• Set MARKER ENABLE 
(page 56) to ON to control the 
aspect marker and center 
marker. 
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Submenu Setting 

SERIAL REMOTE Selects the mode to be used. 

• OFF: SERIAL REMOTE does 

not function. 

• ETFIERNET : The monitor is 

controlled by the command 
of Ethernet. 

• BKM-15R: Sets BKM-15R. 

MONITOR Sets the monitor setting. 

MONITOR ID: Sets the ID 
of the monitor. 

GROUP ID: Sets the group 
ID of the monitor. 

IP ADDRESS: Sets the IP 
address. 

SUBNET MASK: Sets the 
subnet mask. 
(255.255.255.000) 

DEE AULT GATEWAY: 
Sets the default gateway on 
or off. 

ADDRESS: Sets the default 
gateway. 

CANCEL: Selects to cancel 
the setting. 

CONFIRM: Selects to save 
the setting. 

CONTROLLER Sets the address of the remote 
controller. 

IP ADDRESS: Sets the IP 
address. 

SUBNET MASK: Sets the 
subnet mask. 
(255.255.255.000) 

DEE AULT GATEWAY: 
Sets the default gateway on 
or off. 

ADDRESS: Sets the default 
gateway. 

CANCEL: Selects to cancel 
the setting. 

CONFIRM: Selects to save 
the setting. 

CONNECTION Sets the connection of the monitor 
and the controller. 

PEER TO PEER: for one 
to one connection 
LAN: for connection via a 
network 


oti key inhibit menu 



You can lock the setting so that they cannot he changed 
hy an unauthorized user. 

Select OFF or ON. 

If you set to ON, all items are displayed in hlack, 
indicating the items are locked. 
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Input Signals and Adjustable/Setting Items 


Input signal 


Item 

Video 

B & W 

SDI 

HDMI 


SD 

HD 

3G 

SD 

HD 

CONTRAST 

O 

o 

o 

o 

o 

O 

o 

BRIGHT 

O 

o 

o 

o 

o 

o 

o 

CHROMA 

o 

X 

o 

o 

o 

o 

o 

PHASE 

o 

(NTSC) 

X 

X 

X 

X 

X 

X 

APERTURE 

o 

o 

o 

o 

o 

o 

o 

COLOR TEMP 

o 

o 

o 

o 

o 

o 

o 

COLOR SPACE 

o 

o 

o 

o 

o 

o 

o 

AUTO CHROMA/PHASE 

o 

X 

X 

X 

X 

X 

X 

ACC 

o 

X 

X 

X 

X 

X 

X 

CTI 

o 

X 

X 

X 

X 

X 

X 

V SHARPNESS 

o 

o 

o 

X 

X 

o 

X 

NTSC SETUP 

o 

(NTSC) 

o 

(480/601) 

X 

X 

X 

X 

X 

SCAN 

o 

O 

o 

O 

O 

o 

O 

ASPECT 

o 

O 

o 

X 

X 

o 

X 

MARKER 

o 

o 

o 

O 

O 

o 

O 

BLUE ONLY 

o 

X 

o 

o 

o 

o 

o 

MONO 

o 

X 

o 

o 

o 

o 

o 

HA/ DELAY 

o 

o 

o 

o 

o 

X 

X 

SHIET 

o 

o 

o 

o 

o 

o 

o 

POWER SAVING 

o 

o 

o 

o 

o 

o 

o 

I/P MODE** 

o 

o 

o 

o 

X 

o 

o 

WEM/ALM*2 

o 

o 

o 

o 

o 

o 

o 

CAMERA EOCUS 

o 

o 

o 

o 

o 

o 

o 

RGB RANGE*3 

X 

X 

X 

X 

X 

o 

o 

SCREEN SAVER 

o 

o 

o 

o 

o 

o 

o 

SILENT MODE 

o 

o 

o 

o 

o 

o 

o 

FLIP HV 

o 

o 

o 

o 

o 

o 

o 


O : Adjustable/can be set 
X : Not adjustable/cannot be set 


* 1 Only the interlace signal is input. 

*2 The audio levels of WFM or ALM are displayed when SDI 
signal is input. Select the displayed audio level channels in 
SDI AUDIO SETTING (see “WFM/ALM SELECT” on page 
57). 

*3 Adjustable when RGB format of HDMI signals are input. 
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Troubleshooting 


Specifications 


This section may help you isolate the cause of a problem 
and as a result, eliminate the need to contact technical 
support. 

• The unit cannot be operated — ► The key protection 
function works. Set the KEY INHIBIT setting to OFF 
in the KEY INHIBIT menu. 

Or, a function that does not work is assigned. Press the 
RETURN button to check the assigned functions. 

• Adjustments and settings cannot be made — ► 
Adjustments and settings may not be possible 
depending on the input signals and the status of the 
unit. See “Input Signals and Adjustable/Setting Items” 
(page 62). 


Picture performance 

Panel OLED panel 

Pixel efficiency 99.99% 

Picture size 7.4 type 

Viewing angle (up/down/left/right, contrast > 10:1) 
89789789789° (typical) 

Scan Normal 0% 

Over scan 5% 

Efficient picture size 

164 X 92, 188 mm 
(6^2 X 3^/8, 7 V 2 inches) 

Resolution H 960 dots, V 540 lines 

Aspect ratio 16:9 

Input 

Composite input (NTSC/PAL) connector 
BNC type (1) 

1 Vp-p ± 3 dB sync negative 
SDI input connector 

BNC type (1) 

HDMI input connector 

HDMI (1) 

Audio input connector 

Stereo mini jack (1) 

-5 dBu 47 kilohms or higher 
Remote input connector 
Parallel remote 

Modular connector 8 -pin (1) 

Serial remote 

RJ-45 modular connector 
(ETHERNET) (1) 

DC IN connector 

DC 12 V (output impedance 0.05 ohms 
or less) 


Output 

SDI (3G/HD/SD) output connector 
BNC type (I) 

Output signal amplitude: 800 mVp-p 
± 10 % 

Output impedance: 75 ohms 
unbalanced 

Composite output connector 
BNC type (1) 

Loop-through, with 75 ohms automatic 
terminal function 
Audio monitor output connector 

Stereo mini jack (1) 

Built-in speaker output 

0.5 W Monaural 
Headphones output connector 

Stereo mini jack (1) 
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General 

Power AC 100 to 240 V, 50/60 Hz, 0.5 A to 

0.3 A 

DC 12 V, 1.9 A 
Power consumption 

Maximum: approx. 27 W 
Peak inrush current 

(1) Power ON, current probe method: 
30 A (100 V), 60 A (240 V) 

(2) Hot switching inrush current, 
measured in accordance with 
European standard EN55 103-1: 

14 A (230 V) 

Mass Approx. 2.0 kg (4 lb 6 oz) 

Approx. 2.6 kg (5 lb 12 oz) (when AC 
adaptor is installed) 

Operating conditions 
Temperature 

0 °C to 40 °C (32 °E to 104 °E) 
Recommended temperature 

20 °C to 30 °C (68 °E to 86 °E) 
Humidity 30% to 85% (no condensation) 
Pressure 700 hPa to 1060 hPa 
Storage and transport conditions 
Temperature 

-20 °C to -1-60 °C (-A °P to -r 140 °P) 
Humidity 0% to 90% 

Pressure 700 hPa to 1060 hPa 

Accessories supplied 

AC power cord (1) 

AC adaptor (1) 

AC plug holder (1) 

Operating Instructions (1) 

CD-ROM (1) 

Using the CD-ROM Manual (1) 
Warranty book (1) 

Optional accessories 

Mounting bracket 
MB-531 
Mounting panel 
MB-532 

Monitor ENG kit 
VE-510 

Design and specifications are subject to change without 
notice. 


Note 

Always verify that the unit is operating properly before 
use. SONY WILL NOT BE LIABLE EOR 
DAMAGES OE ANY KIND INCLUDING, BUT 
NOT LIMITED TO, COMPENSATION OR 
REIMBURSEMENT ON ACCOUNT OE THE LOSS 
OE PRESENT OR PROSPECTIVE PROEITS DUE 
TO EAILURE OE THIS UNIT, EITHER DURING 
THE WARRANTY PERIOD OR ALTER 
EXPIRATION OP THE WARRANTY, OR EOR 
ANY OTHER REASON WHATSOEVER. 


Pin assignment 

PARALLEL REMOTE connector 

Modular connector 
(8-pin) 


1 8 



Pin number 

Functions 

1 

Designating SDI input signal 

2 

Designating HDMI input signal 

3 

Designating composite input signal 

4 

Setting tally lamp green ON/OFF 

5 

GND 

6 

Setting tally lamp red ON/OFF 

7 

Selecting over scan 

8 

Selecting normal scan 


You can allocate functions using the REMOTE menu 
(see page 60). 


Note 


Switching functions continuously allows at least 200 
msec to do so. Otherwise, it may not switch correctly 

Wiring required to use the Remote Controi 

Connect the function you want to use with a Remote 
Control to the Ground (Pin 5). 
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Available signal formats 

The unit is applicable to the following signal formats. 


System 

Total 

Active 

Frame 

Scanning 

Aspect 

Signai standard 


lines 

iines 

rate*^ 

ratio 

Anaiog 

SDi (3G/HD/SD) 

HDMI 

575/50I(PAL) 

625 

575 

25 

2:1 interlace 

16:9/4:3 

PAL:ITU-R BT.470 

SMPTE 259M 

CEA-861 

480/60I(NTSC) 

525 

483 

30 

2:1 interlace 

16:9/4:3 

NTSC:SMPTE 170M 

SMPTE 259M 

CEA-861 

576/50P 

625 

576 

50 

Progressive 

16:9/4:3 

- 

- 

CEA-861 

480/60P 

525 

483 

60 

Progressive 

16:9/4:3 

- 

- 

CEA-861 

640 X 480/60P 

525 

480 

60 

Progressive 

4:3 

- 

- 

CEA-861 

1080/24PsF 

1125 

1080 

24 

Progressive(sF) 

16:9 

- 

SMPTE RP2 11 

- 

1080/25PsF *2 

1125 

1080 

25 

Progressive(sF) 

16:9 

- 

SMPTE RP2 11 

- 

1080/24P 

1125 

1080 

24 

Progressive 

16:9 

- 

SMPTE 274M 

CEA-861 

1080/25P 

1125 

1080 

25 

Progressive 

16:9 

- 

SMPTE 274M 

CEA-861 

1080/30P 

1125 

1080 

30 

Progressive 

16:9 

- 

SMPTE 274M 

CEA-861 

1080/501 

1125 

1080 

25 

2:1 interlace 

16:9 

- 

SMPTE 274M 

CEA-861 

1080/601 

1125 

1080 

30 

2:1 interlace 

16:9 

- 

SMPTE 274M 

CEA-861 

720/50P 

750 

720 

50 

Progressive 

16:9 

- 

SMPTE 296M 

CEA-861 

720/60P 

750 

720 

60 

Progressive 

16:9 

- 

SMPTE 296M 

CEA-861 

1080/50P 

1125 

1080 

50 

Progressive 

16:9 

- 

SMPTE 274M 

CEA-861 

1080/60P 

1125 

1080 

60 

Progressive 

16:9 

- 

SMPTE 274M 

CEA-861 


*1 The format on the screen is displayed as 1080/481. 

*2 The format on the screen is displayed as 1080/501. 

*3 The frame rate is also compatihle with 1/1.001. 

*4 The format is compatihle with 4:2:2 YChCr 10-bit of 3G-SDI. 
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Dimensions 


Top 


Front 



161.5 (63/8) 


31.2 



Side 

(When setting the stand using positions B and C for the 
mounting screws) 


38(1V2) 



Unit: mm (inches) 


Bottom 

(Without the stand) 


1/4-20UNC Maximum 
depth 6 mm (1/4 inch) 
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